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In recent years, organolead halide perovskites (MAPbI3) have emerged as prospective materials 
for high-efficiency, inexpensive, and simple solution-processed optoelectronic devices such as 
solar cells, photodetectors, and LEDs. High efficiencies have been achieved in the lab for the 
perovskite solar cells, however, their stability under ambient operating conditions is the major 
concern that needs to be addressed for their commercial viability. The key factors that lead to 
instability are the migration of the constituting ions under electric fields (typically MA+ and I−) 
and degradation due to photo-activation and humidity. Current strategies for stabilizing 
perovskites typically target the interface of the perovskite layer or isolate the perovskite layer 
from the environment by encapsulation or use of inert conditions. But these strategies do not 
affect the inherent ion migration characteristics of the perovskite material itself. We show that 
similar to biomaterials such as bones that incorporate biopolymers (such as collagen) within an 
inorganic framework (hydroxyapatite crystals), by incorporating polymer chains with specific 
interactions in the perovskite films this challenge can be addressed. 
 We use the Lewis acid nature of PbI2, a key chemical for making MAPbI3 perovskite 
(and others) for in-situ cross-linking of polystyrene (PS) chains in the precursor solution. The 
resulting PS-MAPbI3 devices without any encapsulating layer show a stable crystal structure in 
ambient conditions after more than 1000 h of continuous 1.0 sun (AM 1.5G) illumination in the 
air (relative humidity of 40–50%) at 45 °C, while also showing a slightly improved device 
performance. The stability is the result of the direct specific interaction between the polymer and 
the perovskite that reduces ion migration, charge recombination, trap-state density, and dark 
currents and at the same time leads to improve mobility and carrier lifetime. The interaction 
between the polymer and PbI2 and MAI also improves the crystallization kinetics leading to 
larger grain size in the perovskite films. The cumulative effect of these improvements makes the 
reported polymer-perovskite hybrids well suited for long term device applications and presents a 
new avenue for making stable polymer-perovskite composites. 
MAPbI3 shows a distinctive combination of properties such as being semiconducting, 
with polarization and ion migration effects under poling by electric fields. The combination of its 
polarization and semiconducting nature is used to make a light harvesting, self-powered tactile 
sensor. Further, the integration of polymer chains leads to modulation of the mechanical 
vi 
 
properties in MAPbI3, making the films softer. As a result, these films have a lower modulus and 
are able to dissipate the applied mechanical stimuli. This sensor interfaces ZnO nanosheets as 
pressure sensitive drain on PS-MAPbI3 film and once poled is operable for at least 120 h with 
just light illumination. The sensor is monolithic in structure, has a very wide operating range (up 
to 450 kPa), a high linear sensitivity over the whole range, and can operate continuously as the 
energy harvesting mechanism is decoupled from its pressure sensing mechanism. The films have 
an energy harvesting density of 1.1 W m−2 due to stable poling effects, which is comparable to 
the best reported triboelectric harvesters. The understanding of these effects in perovskite 
materials and their application in power source free devices is of significance to a wide array of 
fields where these materials are being researched and applied.  
A monolith PS-MAPbI3 photodetector is also presented that utilizes the material 
properties of MAPbI3 perovskite leading for self-powered operation and achieves improved 
stability by compositing with PS. The self-powered operation makes this device suitable for 
remote sensing applications and smart systems. Improved stability of more than 20 days with 
performance maintained by over 80% under ambient conditions is achieved by incorporating PS 
without any additional fabrication steps. A plain MAPbI3 device in comparison shows a 
performance degradation of 70−85% within 4 days of operation. The incorporation of PS also 
improves the current detectivity of the device by over 70 times as compared to plain perovskite. 
The PS-MAPbI3 photodetector has a maximum photoresponsivity of 0.61 A W
−1 and a 
detectivity of 1.5 × 1013 Jones. Stable self-powered operation is achieved by poling the PS-
MAPbI3 under a specific condition, subsequently, a sustained current (or voltage, under open-
circuit conditions) is observed on illumination. These results demonstrate a simple and promising 
approach for developing high performance and a stable self-powered photodetector for next-
generation optical communication, sensing and imaging applications. 
The findings of this research to decouple the polarization and ion migration effects and 
using this understanding with the semiconducting properties in perovskites for developing light-
powered devices will be of significant interest to the research community. This work also 
provides an insight into the improved perovskite stability and performance by the integration of a 
polymer which may lead to new avenues of polymer-perovskite composite assembly for long 
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1.1. Organic-Inorganic Halide Perovskites 
The perovskite first discovered in the Ural Mountains of Russia by Gustav Rose in 1839 was 
calcium titanate mineral (CaTiO3) and is named after the Russian mineralogist Count Lev 
Alekseevich Perovski.[1] Perovskite has a specific crystal structure with the chemical formula 
ABX3 (X = oxygen or halogen), in which A and B are cations and X represents an anion. The 
larger A cation occupies a cubo-octahedral site shared with 12 X anions, and the smaller B cation 
stabilized in an octahedral site shared with 6 X anions. The perovskite oxide materials are used 
in a wide range of applications such as ferroelectrics, high-temperature superconductors, and 
giant magnetoresistance devices.[2] In 1994, Mitzi and coworkers made an extensive report that 
layered organometal halide perovskites exhibit a semiconductor-to-metal transition with 
increasing dimensionality.[3] In addition to changes in electrical properties, the bandgap energy 
decreased with increased dimensionality from 2D to 3D, which is favorable for optoelectronic 
applications.[4]  
Organometal lead halide perovskite (CH3NH3PbX3 or MAPbX3 (X = Br, I) was first used 
as a light-absorbing material in dye-sensitized solar cells by Miyasaka et. al. in 2009, which 
demonstrated 3.8% efficiency for X = I.[5] The efficiency of this configuration of perovskite-
sensitized solar cells was increased to 6.5% by Park and his co-workers.[6] However, the liquid-
based perovskite solar cell did not attract much attention due to an instant dissolution of ionic 
crystal perovskite in the polar liquid electrolyte, which leads to rapid degradation of device 
performance. In 2012, Park et. al. substituted the liquid electrolyte with a solid-hole conductor 
material to address the instability problem of the perovskite-based solar cells and increased their 
efficiency to 9.7%.[7] Since then, the MAPbI3 perovskites have attracted enormous worldwide 
attention and prompted a dramatic increase in their power conversion efficiency to 25.2%.[8] 
They are also being applied in other optoelectronic devices such as sensors, photodetectors, 
lasers, displays, light-emitting diodes (LEDs), field-effect transistors, and resistive switching 




1.1.1. Crystal Structure 
The ideal ABX3 perovskites are abided by the charge equation (q
A+ qB = -3qX) for the 
neutrality.[14] For instance, the CaTiO3 (metal oxide perovskite) must show up q
A = +2, qB = +4, 
and qX = -2 oxidation states. For MAPbI3 (organic-inorganic halide perovskite), the oxidation 
states should be qA = +1, qB = +2, and qX = -1. For organic-inorganic halide perovskite, the A 
site is occupied by monovalent organic cation, such as methylammonium (CH3NH3
+ or MA+) or 
formamidinium (HC(NH2)2
+). The B site is occupied by a divalent inorganic cation, which could 
be Pb2+ or Sn2+, and X is either I−, Cl−, or Br− anions. The crystal structure of methylammonium 
lead iodide (MAPbI3) is based on the cubic array of a corner-sharing network of PbI6 octahedra, 
with the MA site cation located within the cuboctahedral cavities, as shown in Figure 1.1.[15]  
 
Figure 1.1. Crystal structure of 3-D methylammonium lead iodide (MAPbI3) perovskite. The 
MA+ is surrounded by PbI6 octahedra. Image taken from Ref. [15]. 
The crystal structure of ABX3 materials strongly depends on the size of the A and B 
cations, and X anion. The Goldschmidt tolerance factor introduced by V. M. Goldschmidt (1926) 
is a reliable empirical index to evaluate ionic size mismatches which the perovskite structure will 
tolerate until a different structure-type is formed.[16] The tolerance factor (t) is defined as follows: 












where rA is the radius of the A cation, rB is the radius of the B cation, and rX is the radius of the 
anion. In general, materials with a tolerance factor of 0.9−1.0 have an ideal perovskite with a 
cubic structure. While, when t > 1.0 or t < 0.9, the distortion from the ideal cubic phase will form 
orthorhombic, rhombohedral, tetragonal, or hexagonal structure.[17] For MAPbI3 perovskite with 
the ionic radii of MA+ = 270 pm, Pb2+ = 119 pm, and I− = 220 pm, it tends to form a tetragonal 
structure at room temperature.[18] Temperature is another factor that can strongly influence the 
ionic radius, and consequently affect the tolerance factor and perovskite crystal structure. 
MAPbI3 is shown to have three crystal structural phases: cubic above 327 K, tetragonal from 165 
to 327 K, and orthorhombic below 165 K.[19,20] The cubic, tetragonal, and orthorhombic crystal 
structures have Pm3̅m (Oh symmetry), I4/mcm (D4h point group), and Pnma (D2h point group) 
space group, respectively.[14] The cavity in the inorganic cage (PbI6) is much larger than the 
methylammonium cation (MA+), which gives rise to the orientational disorder of MA+.[21,22] 
When the temperature is below 165 K (i.e. orthorhombic phase), the MA+ sublattice is fully 
ordered.[19] As the temperature increases, the MA+ sublattice becomes more disordered,[19] and 
because MA+ has a permanent dipole moment (∼ 2.29 Debye), this disorder induces polarization 
and has been stipulated to cause ferroelectric effects.[23,24]  
1.1.2. Optical and Electrical Properties 
Organic-inorganic halide perovskites specifically MAPbI3 exhibit attractive optical and electrical 
characteristics, which makes it a promising candidate in the optoelectronic field. MAPbI3 
perovskites have a very broad absorption spectrum from UV light to near IR regime.[6] The 
absorption coefficient of MAPbI3 was estimated to be ∼ 105–106 cm−1,[6,25] which is significantly 
higher than crystalline silicon and GaAs owing to its direct bandgap and higher density of state. 
The high absorption coefficient enables a thin perovskite layer with a thickness of around 100 
nm–1 µm to efficiently absorb most of the incident light.[14] The optical bandgap energy of 
MAPbI3 is ∼ 1.58 eV, which can be tuned by partial substitution of iodide (I) with bromide (Br) 
or chloride (Cl).[26] According to the Shockley–Queisser limit, the optimal bandgap value under 
one sun illumination is ∼ 1.1–1.5 eV.[27] The perovskite layer absorbs light to generate charge 
carriers, i.e. electrons in the conduction band and holes in the valance band. These photo-excited 
electrons and holes attract each other by Coulomb interaction, which gives rise to excitonic 
effects that modulate the optoelectronic behavior of MAPbI3. The exciton binding energy in 
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MAPbI3 is about 10 meV, which is much smaller than the thermal energy (kBT ∼ 26 meV; where 
kB is Boltzmann constant and T is the temperature) at room temperature.
[28] Thus, the exciton 
populations in MAPbI3 are not stable at room temperature at moderate photoexcited carrier 
densities, and hence light absorption in MAPbI3 creates free electrons and holes. These free 
charges are then transported toward the respective transport layers or metal electrodes by 
electrically induced drift and diffusion. The transport of charge carriers depends on the band 
structure of the material via their effective masses. The band structure E(k) can be locally 
approximated as[29] 











                                                      
(1.2) 
where E(k) is the energy of an electron at wavevector k in that band, E0 is a constant giving the 
edge of the energy of that band, ħ(= h/2π) represent the Planck’s constant, k is the effective 
momentum, and m* is the effective mass. The electron and hole effective masses (m*e,h) are 
inversely proportional to the curvature of the conduction and valence bands, respectively. In 
MAPbI3, m*e,h ∼ (0.1 − 0.15)m0, where m0 is the free electron mass.[28] The charge carrier 
mobilities and diffusion coefficients, which indicate the carrier transport efficiency of material, 
are inversely proportional to the carrier effective masses. The diffusion coefficients and carrier 
mobilities for polycrystalline MAPbI3 films have been reported to be 0.05−0.2 cm
2 s−1 and 1−30 
cm2 V−1s−1, respectively.[30,31] The charge collection efficiency depends on the carrier mobility 
and its lifetime. The MAPbI3 perovskite can conduct both electrons and holes owing to its long 
diffusion length. The polycrystalline MAPbI3 films, under 1.0 sun illumination, have a long 
diffusion length of 100 nm to > 1 µm, and a long carrier lifetime of 100 ns to > 1 µs.[32,33]  
1.1.3. Polarization Effect 
Ferroelectric materials are characterized by a spontaneous electrical polarization (non-zero 
polarization even when an applied electric field is zero), that can be reversed by applying an 
external electric field in the opposite direction. Ferroelectricity has been extensively studied in 
several oxide perovskites such as BaTiO3, PbTiO3, BiFeO3, etc, which are highly polar, and it 
provides a static dielectric constant in the order of 103. The existence of ferroelectricity in 
MAPbI3 has been debated extensively over the past few years,
[23,24,34,35] with recent reports again 




The polarization in MAPbI3 perovskite may arise from three major mechanisms: the rotation of 
dipolar MA+ ion, the ionic polarization induced by the shift of the positive charge center of MA+ 
relative to the negative charge center of the PbI3
− cage, and the ionic polarization induced by the 
off-center displacement of Pb within the PbI6 octahedra.
[38,39] Theoretical calculations showed 
that the polarization induced by the rotation of MA+ ions (6-8 µC cm−2) is three times higher 
than that obtained by the Pb atom.[39] There was no obvious relation observed between the 
polarization direction and the average lead atoms displacement. MA+ ion has a large dipole 
moment in its gas phase of 2.29 Debye, and the permanent polarization of MAPbI3 is mainly 
contributed by the alignment of MA+ ion.[21,38] The dipolar disordering or the rotational freedom 
of these MA+ ion forms the important dipolar polarization mechanism, which has shown a 
significant contribution to the large dielectric constant of MAPbI3 perovskite.
[14] The tetragonal 
crystal structure of MAPbI3 (stable at room temperature) has been reported to be ferroelectric 
due to the light-induced ordering of MA+ ions,[40,41] and results in an internal electrical field 
originating from electrical polarization. The internal polarization developed during poling 
enables the separation of the electron-hole pairs and enhances the photovoltaic efficiency of this 
material.[42,43] 
1.1.4. Challenges 
For the optoelectronics industries, the factors determining cost per kWh by new solar technology 
are efficiency and long-term stability. To be considered reliable and stable, the photovoltaic (PV) 
modules have to pass the standard International Electrotechnical Commission (IEC) 61215 or 
61646 design qualification testing protocols. To provide a warranty of PV modules (with 
encapsulation) for at least 25 years, the modules should retain a power output ≥ 80% of their 
initial output after 25 years. Despite exhibiting excellent power conversion efficiency of 25.2% 
in solar cells,[8] high responsivity of 104 A W−1 and detectivity of 3.7 x 1014 Jones in 
photodetectors,[44] and high photoluminescence quantum efficiency of more than 90% in 
quantum dots,[45], the long-term stability is the main obstacle hindering the commercialization of 
perovskite-based devices.[46−48] The extrinsic degradation factors (moisture, ambient air, UV 
illumination, and elevated temperature), and intrinsic degradation factors (ion migration effect) 




1.1.4.1. Extrinsic Degradation Factors 
External factors such as water, heat, UV light, and oxygen strongly influence the perovskite 
absorber characteristics and functionality. Among different factors, moisture has been considered 
as one of the key challenges for the degradation of perovskites. The moisture instability 
originates due to the hygroscopic nature of amine salt (organic cation).[49] The methylammonium 
lead halide perovskites (MAPbX3) endure moisture assisted degradation processes in which the 
methylamine group is lost via sublimation and PbI2 is formed.
[50] The decomposition of the 
MAPbI3 crystal structure changes the perovskite film color from brown to a yellow PbI2 film.
[51] 
The possible degradation routes that MAPbI3 films undergo in the presence of moisture are 
represented by the following chemical equations:[52] 
                             CH3NH3PbI3 (s) ↔ PbI2 (s) + CH3NH3I (aq)                                    (1.3) 
       CH3NH3I (aq) ↔ CH3NH2 (aq) + HI (aq)                                       (1.4) 
                    4HI (aq) + O2 (g) ↔ 2I2 (s) + 2H2O                                             (1.5) 
               2HI (aq) ↔ H2 (g) + 2I2 (s)                                                     (1.6) 
It has been reported that this reaction is reversible only if the water molecules form weak 
hydrogen bonds with the organic MA cation, which results in a reversible monohydrate 
(CH3NH3PbI3.H2O) perovskite phase. However, enough moisture penetration results in an 
irreversible dihydrate ((CH3NH3)4PbI6.2H2O) phase, and leads to a permanent decomposition of 
the perovskite crystal.[53] As can be seen in Equation 1.5, the presence of oxygen results in more 
water production and hence leads to faster degradation of perovskites. Further, it has been 
reported that the rate of perovskite degradation will increase when high humidity is combined 
with UV light, heat, or an electric field.[54] Typically, the substantial degradation of perovskite 
devices takes place within a few hours on direct exposure at ambient conditions. One way to 
reduce this effect is to increase the bond strength between the MAI and PbI2. 
Besides moisture, the thermal stability of perovskites also raises a serious concern, which 
subjects to a high temperature causing degradation of the perovskite-based devices.[55] The 
decomposition temperature of MAPbI3 has been reported between 200 and 300 °C. Two thermal 
decomposition pathways are possible based on the temperature:[55−57] 
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                                CH3NH3PbI3 (s) → PbI2 (s) + CH3NH2 (g) + HI (g)                            (1.7) 
   CH3NH3PbI3 (s) → PbI2 (s) + CH3I (g) + NH3 (g)                              (1.8) 
The decomposition pathway in Equation 1.8 is thermodynamically favored as the temperature 
increases because its kinetic hindrance is mitigated at high temperatures.[57] When perovskite 
films are exposed to both light and oxygen, it will degrade the perovskite layer due to the 
formation of superoxide (O2
−).[58,59] The photogenerated electrons on the perovskite reacted with 
molecular oxygen to form O2
− species, which deprotonate the ammonium group in the perovskite 
and leads to its decomposition into methylamine (CH3NH2) and leaving behind PbI2 and I2, as 
shown in the following chemical equations:[54,60] 
          CH3NH3PbI3 (s) + hν → CH3NH3PbI3
*
                                        (1.9) 
     CH3NH3PbI3
*
 + O2 → CH3NH3PbI3 (s) + O2
−                                                 (1.10) 
          4CH3NH3PbI3
*
 + O2
− → 4CH3NH2 (g) + 4PbI2 (s) + 2I2 (g) + 2H2O                 (1.11) 
1.1.4.2. Intrinsic Degradation Factors 
The ion migration is detrimental to the performance of perovskite-based optoelectronics and their 
long-term stability.[61,62] Factors such as moisture, UV light, electric field, and heat during device 
operation have a catalytic effect on the ion migration in perovskites and result in a faster decay 
of perovskite device performance.[63] Halide-based perovskites have been known as ion 
conductors since the 1980s.[64] In these perovskites, the charged ions are another type of species 
which are mobile in addition to the charge carriers. The Schottky defects (cation and anion 
vacancies), Frenkel defects (interstitial sites), or structural defects (grain boundaries, interfaces, 
and lattice distortion by impurities) are available in the complex MAPbX3 stoichiometry, which 
allows the migration of constituent ions along these defect sites.[65] The ion migration mobility 
(μm) can be defined as:
[66] 















                                                   
(1.12) 
where EA is the activation energy for ion migration, A is material dependent constant, kB is the 
Boltzmann constant (8.617 ×10−5 eV K−1), and T is the absolute temperature. EA is a measure of 
how easily ions can migrate, and several factors can influence the value of EA, such as crystal 
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structure, ionic radius, the charge of the ions, the valence state of the ions, and the jumping 
distance between adjacent defects.[65] Generally, the ions migrate faster in crystals with more and 
bigger available interstitial sites, smaller and less charged ions, and smaller jumping distance.[65] 
In MAPbI3, the possible ions that can migrate are MA
+, Pb2+, and I− ions.[15,65] The 
theoretical and experimental studies revealed that the I− ions migrate along the I−I edge of the 
PbI6 octahedron and have the lowest EA of 0.08–0.58 eV; the MA
+ ions migrate through the unit 
cell face comprising four I− ions and have higher EA of 0.46–0.84 eV; and the Pb
2+ ions migrate 
along the diagonal of the cubic unit cell and have the highest EA of 0.80–2.31 eV.
[14,15,65] Due to 
the low migration-activation energies of I− and MA+ ions, these ions are mobile in the MAPbI3 
films and are responsible for the origin of I–V hysteresis in the perovskite solar cells.[65] Under 
the applied bias (electric field), these ions can move easily and can accumulate at interfaces with 
metal electrodes, the accumulated ions lead to the formation of an internal electric field in 
opposite direction inside bulk perovskite that consequently affects the device performance.[67,68] 
The ion migration in the presence of electric fields, if limited, can lead to local doping effects 
that have been shown to cause anomalous photovoltaic effects and self-powered operations.[69] 
But, over time, this leads to the decomposition of the MAPbI3 into PbI2 and other products such 
as HI, CH3I, and NH3. The ion migration under the electric field is related to the presence of 
defects in MAPbI3 films.
[65] Yuan et al. showed different ion migration channels in the solid 
perovskite film (Figure 1.2).[65] Among several possible ion migration channels, the migration 
through the grain boundaries is the most dominant one.[14,65] The density of vacancies at the grain 
boundaries is much higher than that in the bulk crystal due to the dangling bonds, lattice 
dislocation, and defect segregation. Owing to this, they showed that the EA for ion migration at 





Figure 1.2. Different ion migration pathways in the perovskite film. Image taken from Ref. [65].  
1.1.4.3. Strategies for Improving Stability and Suppressing Ion Migration 
To overcome the stability issue and ion migration effect, a variety of strategies have been used. 
For instance, the constituting ions in the perovskite (MA+ and I−) have been substituted with  
other cations such as formamidinium ion (FA+), cesium ion (Cs+) and anions such as Cl−, Br−.[70] 
This is done for improving the weak interaction that the A cation has with B and X. However, 
the possible ions that can be used are limited by the constraint to maintain the crystal structure of 
the perovskite. Even with the use of other ions, only limited stability has been achieved. Another 
strategy has been to encapsulate the device or operate it in an inert atmosphere such as using N2 
or Ar.[47,71] This improves the stability and the devices can be operated for more than 1000 h, but 
this is hardly a viable option given the cost of running and fabricating such devices. A similar 
passivation approach of adding a top barrier layer made of specific chemicals such as NiOx 
nanoparticles, polymers such as PMMA, graphite, and PCBM has been applied to the perovskite 
films.[46,72,73] These methods reduce the effects of environmental factors such as humidity, but 
the intrinsic instability of the perovskite (including photodegradation and electric field-induced 
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migration) remains untreated. The crystal grain boundaries play a critical role in both intrinsic 
and extrinsic instability of perovskites and also influence their properties. For instance, the 
mobility and charge carrier lifetimes are significantly increased by having larger grain size and 
passivation of defects at the grain boundaries.[14,71] At the same time, it also reduces the ion 
migration effects by stabilizing the structure of the perovskite films. This has led to the use of a 
Lewis acid-base adduct approach to make high-quality perovskite films. In this approach, the 
Lewis acid nature of PbI2 (and other lead halides which are the precursor for making these 
perovskite films) is used in combination with a solvent that has Lewis base characteristics (such 
as DMF and DMSO, and additives such as Urea, etc.) to form an adduct.[74] This leads to a 
simple solvent-based casting method where due to the adduct formation the crystallization 
kinetics are favored and larger crystal grain size is observed in the perovskite films compared to 
synthesis in the absence of adduct formation. Still, long-term stabilization (operating for 1000’s 
h) of these materials has not been achieved in ambient operating conditions. Progress has been 
made by passivating the devices and protecting it from external degradation, but such a solution 
is at the best partial, as long as the intrinsic instability is not being addressed.[46,47]  
The motivation is to improve the intrinsic and extrinsic stability of perovskite-based 
devices without compromising the cost, ease of fabrication, and performance of the device. We 
address the stability challenge in perovskites by the use of a specific polymer (polystyrene (PS)) 
that interacts with the perovskite precursors. The interaction is based on the Lewis acid nature of 
PbI2 that leads to cross-linking of the polymer chains, and also the interaction between the MAI 
and PS chains due to the cation-π electron interaction. Subsequently, this leads to a hybrid that 
incorporates a polymer matrix within a perovskite film. These films are stable in ambient 
conditions under continuous light illumination for more than 1000 h, without the use of any 
encapsulating layer (details in Chapter 2). We used these PS-MAPbI3 films to fabricate the 
highly stable and efficient solar cells as well as to develop the high performance self-powered 
tactile sensors and photodetectors. 
1.2. Solar Cells 
Global energy consumption has been gradually increasing, with the Energy Information 
Administration predicting that the world total energy consumption in 2015 is 16 TW, and this 
energy demand will increase to 30 TW by 2050.[14,75] Today, more than two-thirds of the total 
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energy consumed is produced by conventional (or non-renewable) energy sources or fossil fuels, 
i.e. oil, natural gas, coal, etc. The traditional fossil energy cannot meet the needs of sustainable 
development in the future in accordance with renewable, clean, sufficient, and nontoxic one. So, 
there is a need for energy sources that are sustainable and causes less environmental pollution. 
Solar energy is an inexhaustible green and renewable energy source, and the energy illuminated 
from the sun in 1 h is sufficient to power the Earth for an entire year.[76] Photovoltaic (PV) 
devices convert solar energy into electricity and are promising candidates to offset carbon 
emissions while providing an alternative way to meet the increasing energy demands for future 
generations. Despite the massive potential and incredible technological progress, PVs contribute 
only to a small (< 2%) fraction of global energy consumption.[75,77] This can be due to the large 
PV market share of ∼ 90% is dominated by crystalline silicon, a technology that has high 
manufacturing and installation costs.[78] It has managed to reach power conversion efficiencies 
(PCEs) of 26.1% in over half a century.[8] Further, it has inherent technological limitations such 
as indirect bandgap, requires high-purity materials, high-temperature processing, and can form 
on bulky and rigid modules (poor flexibility).[78,79] Other established inorganic solar cells such as 
GaAs, CdTe, and copper indium gallium selenide (CIGS) have been studied extensively over the 
past few decades achieving PCE of 23.4% (CIGS) and 22.1% (CdTe).[8] In less than a decade, 
the PCEs of perovskite solar cells have reached 25.2% and outperformed the two commercially 
established thin-film technologies (CIGS and CdTe).[8] The perovskite solar cells are a 
potentially transformative PV technology that offers several advantages as compared to other 
solar cells including broad absorption spectrum, direct bandgap, abundant material, low cost, and 
facile processability.[46,47,80] Moreover, it combines distinct merits of several predecessor PV 
technologies: high efficiency (crystalline silicon PV), scalable low-temperature solution 
processability and color tunability (organic, dye-sensitized, and quantum dot-based thin film 
PVs), and lightweight and flexibility (GaAs, CdTe, and CIGS thin film PVs).[81] Despite all these 
excellent properties of perovskite solar cells, the long-term stability (as discussed before in 
section 1.1.4) remains a critical hurdle for its commercialization. 
The objective is to significantly enhance the stability of the perovskite solar cells while 
maintaining (or improving) its efficiency. We are using the specific interactions between the 
polystyrene and the perovskite precursors that result in the observed enhancement. The 
polystyrene-perovskite solar cells in ambient conditions with no encapsulating layer show stable 
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operation for 1000 h under continuous 1.0 sun illumination, in contrast, plain perovskite cells 
degrade rapidly within 20−30 h (details in Chapter 2).  
1.3. Tactile Sensors 
The tactile sensor is a device that can measure the pressure, vibration, shape, texture, and 
temperature by physical contact between the sensor and the object.[82] Human skin (with tactile 
sensing properties) is one of the most complex and fascinating organs, which complements our 
vision and sound enabling us to interact with the surrounding environment.[83,84] In human 
glabrous (hairless) skin, there are four main mechanoreceptors: Meissner’s corpuscles, Merkel 
disks, Ruffini organs, and Pacinian corpuscles, organized in deep and shallow layers.[82] These 
receptors are highly sensitive to mechanical stimuli and will convert the mechanical stimuli into 
physiological signals, which are then interpreted by the brain. Through tactile perception, 
humans can perceive object properties such as size, hardness, temperature, contour, etc.[82,83] 
Tactile sensing has been a significant area of research for its applications in electronic skin (e-
skin), wearable electronics, human electronics interfacing, and microelectromechanical systems 
(MEMS).[85−89] To mimic the properties of human skin, firstly e-skin needs to have a high tactile 
sensitivity over a broad operating range. For instance, low pressure (< 1 kPa) detection of 
acoustic sound and respiration, medium pressure (1−10 kPa) of pulse pressure and gentle touch, 
and large pressure (> 10 kPa) of plantar foot.[90] Secondly, e-skin should differentiate 
spatiotemporal tactile stimuli (static and dynamic pressure), which allows dexterous 
manipulation of objects and the perception of vibration and surface textures.[91] Thirdly, linear 
pressure-sensing capability and cyclic reliability are important requirements to use e-skins for 
practical applications. Tactile (or pressure) sensors are based on different sensing mechanism 
including piezoresistivity,[92] capacitance,[93] and piezoelectricity[94]. Among these types of 
pressure sensors, piezo-resistive devices, which transduce applied pressure into an electrical 
current, have been widely used because of the ease of signal processing. Currently, the materials 
used for tactile sensors are prepared by 1) coating conductive materials such as metal, graphene, 
single-walled nanotubes, and conductive polymers onto microstructured templates, and 2) 
directly forming conductive microstructures with a conductive material-elastomer 
mixture.[92,95−98] Although they attain a high sensitivity, achieving it in combination with a wide 
operating range and linear response still remains a challenge. Further, one common limitation is 
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that most of these sensors depend on an externally supplied power source. Although the 
piezoelectric and triboelectric nanogenerators are used as a self-powered sensor,[99,100] the 
challenge in such systems is, 1) decoupling of the sensing of the stimuli from the energy 
harvesting mechanism which is required for continuous operation of the devices, 2) ability to 
sense both static and dynamic signals in the stimuli, and 3) developing monolith structure 
devices to have simple configuration that reduces the cost and the complexity of manufacturing. 
The motivation is to combine the high sensitivity, linearity and operating dynamic range 
with the self-powered operation (negating the need for an external power source) of the tactile 
sensor. To achieve these outstanding properties, we develop a solar/light-powered monolith 
tactile sensor based on perovskite material. The device continuously generates power based on 
the combined polarization-semiconducting property of the MAPbI3 perovskite material. The 
tactile sensing is based on ZnO nanosheets, which acts as a dynamic electron drain on the 
MAPbI3 film (details in Chapter 3). Further, the integration of polystyrene with MAPbI3 films 
leads to a wide operating range (up to 450 kPa) with the linear response over the whole range 
and high sensitivity as well as makes these films structurally highly stable (details in Chapter 4). 
The use of lead-based perovskite materials in the self-powered tactile sensors will limit their use 
in remote sensing and space applications.   
1.4. Photodetectors 
Photodetectors are the optoelectronic devices that can convert incident light into an electrical 
signal via the photoelectric effect, which usually manifests as a photocurrent. Photodetectors are 
crucial for a variety of industrial and scientific applications, including optical communications, 
imaging, environmental monitoring, medical analysis, and safety equipment.[101−103] The 
significant characteristics of the desired photodetectors in practical applications include 
responsivity, detectivity, light switching ratio, stability, spectral selectivity, response time, and 
ease of fabrication.[104] Till now, a large variety of semiconductor materials have been exploited 
in photodetectors, including Si, InGaAs, carbon nanotubes, ZnO, quantum dots, conjugated 
polymers, and various two-dimensional materials (e.g., graphene, black phosphorus, 
SnSe2).
[105−109] However, their practical applications in optoelectronic devices have been limited 
by some unfavorable properties such as relatively wide direct bandgap (depending on the 
material), low absorption coefficient, high manufacturing cost, and high drive voltage.[101] In 
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recent years, it has been demonstrated that the organometal halide perovskites, which combine 
small direct bandgap, broad-spectral absorption, high absorption coefficient, high charge carrier 
mobility, and facile low-temperature solution processability, are ideal candidates for high-
performance photodetectors.[45,47110] Despite impressively high performances, perovskite-based 
photodetectors face challenges such as long-term stability that prevent them from competing 
with established technologies.[46] Another issue limiting the application of photodetectors is that 
they usually require an external power supply to separate the photogenerated charge carriers, 
which increases the device cost and weight.[111,112] Currently, the self-powered photodetectors 
have been demonstrated through integrating the photodetectors with external power sources such 
as piezoelectric and/or triboelectric nanogenerators to realize a self-powered photodetection 
system.[113−115] However, they are active only in the presence of continuously varying mechanical 
input and hence their measurement is intermittent in nature. 
The motivation is to develop a self-powered and continuously operable photodetector with 
improved stability. The polystyrene incorporated MAPbI3 photodetector shows enhanced 
performance and stability, which combines with its self-powered operation due to the electric 
field-induced effects in MAPbI3 (details in Chapter 5). 
1.5. Thesis Outline 
The thesis chapters are organized as follows. 
Chapter 2 describes the cross-linking of polymer (PS) matrix with perovskite (MAPbI3) 
using the Lewis acid nature of PbI2. The effect of cross-linked PS chains on the perovskite 
crystal structure, solar cell performance, and its stability is investigated. To gain an 
understanding of improved stability and enhanced performance of PS-MAPbI3 solar cells, the ion 
migration and dark currents, film structure, time-resolved photoluminescence (TRPL), trap-state 
density, charge carrier mobility, and their electrochemical impedance spectra are analyzed.  
In Chapter 3, the decoupling of polarization behavior and ion migration effect in a planar 
MAPbI3 device based on the electrical poling conditions is studied in detail. This understanding 
is further used to develop a light harvesting and self-powered monolith tactile sensor by 
combining the MAPbI3 perovskite with ZnO nanostructures.  
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Chapter 4 discusses the modulation of the mechanical and electro-optical properties of 
the perovskite films by the integration of polystyrene chains for their use in the highly stable and 
self-powered tactile sensor. The operational stability, continuous power generation and 
continuous tactile sensing from the PS-MAPbI3 device are described. Reproduced from Ref. 
[116] with permission from The Royal Society of Chemistry. 
In Chapter 5, a self-powered PS-MAPbI3 photodetector based on the electric field 
induced effects in MAPbI3 (discussed in Chapter 3) with improved stability is fabricated. 
The results of this thesis are summarised in Chapter 6, along with the suggestions for 










PbI2 Initiated Cross-Linking Strategy for Efficient and Highly Stable 
Perovskite Solar Cells  
2.1. Introduction 
The poor stability of organic-inorganic hybrid perovskites, such as MAPbI3, which leads to loss 
of performance in optoelectronic devices has become one of the biggest obstacles for their 
commercial viability.[59,61,62,117,118] The Lewis acid-base adduct approach by the choice of proper 
solvents and their interaction with the precursor PbI2 (a known Lewis acid) has been an effective 
methodology for making high-quality perovskite films such as those of MAPbI3 with large grain 
size, better crystallinity, and long carrier lifetimes.[74,119−121] This has led to a simple fabrication 
and synthesis process. However, the challenge of stability under normal operating conditions still 
needs to be addressed using a simple approach. Though strategies such as incorporating a barrier 
layer or interfacial layer made of specialty chemicals,[122,123] complex formation,[124] 
encapsulation of the device,[125,126] altering the constituting ions in the perovskite,[70,127,128] 
additives,[129−132] and polymer doping[133,134] have been used to this effect, limitations arise as 
they require the use of inert operating conditions or indirect exposure of the perovskite layer to 
illumination and ambient environment or apply specialty chemicals and extra processing steps. A 
primary reason for this is that the strategies do not use any specific interactions between the 
added species and the constituting ions of the perovskite to limit the degradation. We address this 
challenge by applying the Lewis acid characteristics of PbI2 for interaction with polymer chains 
(polystyrene (PS)) in the precursor solution (of PbI2, MAI, and PS dissolved in DMF and 
DMSO), leading to the formation of a cross-linked polymer network within which the perovskite 
films are formed. This composite of perovskite-polymer (PS-MAPbI3) network leads to highly 
stable solar cells which operated in ambient conditions (normal air atmosphere, 40−50% relative 
humidity, and continuous 1.0 sun illumination) at 45 °C without any other encapsulating 
interface for >1000 h and maintain 85% of their performance (>90% after 400 h). In contrast, the 
pure (or plain) MAPbI3 solar cells efficiency drops to 20% of their initial value after 48 h. The 
PS-MAPbI3 devices also show stable continuous operation (under ambient air, full-sun (AM 1.5 
G) illumination, and relative humidity conditions) at maximum power point (MPP) retaining 
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>93% of their initial efficiency after 100 h, whereas the efficiency of pure MAPbI3 dropped to 
zero in just 30 h at MPP. They also have better efficiency and reduced hysteresis compared to 
pure perovskite solar cells. We show that these gains in the performance are due to reduced ion 
migration and charge recombination, better mobility and carrier lifetime, larger grain size, and 
lower dark current in these perovskite-polymer films. The interaction of the PS with the 
constituting anions and the cations in the perovskite crystal is observed in characterization results 
and is proposed as the basis of the enhanced stability due to its in situ cross-linking with PbI2.  
This simple and scalable one-step fabrication process with the use of a low-cost polymer 
additive is crucial for the cost-effective commercialization of thin-film solar cells based on 
hybrid organolead halide perovskites. Specifically using this approach, we also improved the 
solar cell efficiency from 15.5% (pure MAPbI3) to 16.8% (1 wt % PS-MAPbI3) for the best 
devices. We also find that the extent of polystyrene cross-linking (controlled by its fraction in the 
casting solution) directly affects the performance of the perovskite films and their stability. With 
a higher degree of cross-linking though the stability of the film increases, its performance does 
not follow a monotonic trend with an observed maximum at 1 wt % PS concentration. To further 
illustrate that the effect of cross-linking is crucial to the observed stability enhancement, we also 
find that using just styrene (S) monomer limited enhancement in the stability of the perovskite 
films is observed. 
2.2. Experimental Section 
2.2.1. Synthesis of CH3NH3I (MAI)  
Methylammonium iodide (MAI) was synthesized according to the method reported 
elsewhere.[119] Methylamine (27.8 ml, 33 wt.% in absolute ethanol, Sigma Aldrich) was reacted 
with hydroiodic acid (30 ml, 57 wt.% in water, Sigma Aldrich) at 0 °C and stirred for 2 h. After 
stirring for 2 h, the dark yellow precipitate was obtained by evaporating the solvent at 60 °C for 
1 h using a rotary evaporator. The resulting precipitate was washed with diethyl ether (Sigma 
Aldrich) several times until the color of the precipitate changed to white, and then recrystallized 
with ethanol. The white precipitate was dried under vacuum for 24 h to get a final MAI product.   
2.2.2. Preparation of MAPbI3, PS-MAPbI3 and S-MAPbI3 Precursor Solutions 
MAPbI3 solution was prepared by dissolving lead iodide (PbI2, Sigma Aldrich), MAI, and 
dimethyl sulfoxide (DMSO, Sigma Aldrich) in 1:1:1 molar ratio into N,N-dimethylformamide 
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(DMF, Sigma Aldrich) at 50 wt %.[119] To prepare the PS-MAPbI3 precursor solution, different 
concentrations of PS were dissolved in DMSO and DMF and stirred for 30 min. The polystyrene 
(with Mw 60,000) was purchased from Scientific Polymer Products. MAI and PbI2 at a molar 
ratio of 1:1 were then added to the above PS solution, which was stirred at room temperature for 
1 h. Similarly, styrene (S) was used instead of polystyrene to synthesize the S-MAPbI3 precursor 
solution. 
2.2.3. Device Fabrication 
Indium tin oxide (ITO) coated glass substrates with a size of 25 × 25 mm2 were cleaned 
sequentially in acetone, isopropanol, and deionized water by ultrasonication for 20 min, and then 
were dried by an air gun. A ZnO nanoparticles dispersion solution with <100 nm particle size 
(Sigma Aldrich) was spin-coated on the cleaned ITO substrate at 3000 rpm for 30 s and annealed 
at 200 °C for 15 min to form a compact electron extraction layer. Then, the MAPbI3 or PS-
MAPbI3 or S-MAPbI3 perovskite films were deposited by a one-step spin-coating process, with 
antisolvent dripping. The precursor solution was spin-coated at 4000 rpm for 30 s onto the 
ZnO/ITO substrate. 200 μL of diethyl ether was dropped onto the rotating substrate in 10 s 
before the surface changed to be turbid due to the rapid vaporization of DMF. The obtained films 
were then heated at 65 °C for 2 min and 100 °C for 3 min. A 2,2',7,7'-tetrakis(N,N-di(4-
methoxyphenylamino)-9,9'-spirobifluorene (spiro-OMeTAD) solution, consisting of 72 mg 
spiro-MeOTAD, 17.5 μL of lithium bis(trifluoromethanesulfonyl)imide (Li-TFSI) solution (520 
mg Li-TSFI in 1 mL acetonitrile) and 28.8 μL of 4-tert-butyl pyridine in 1mL of chlorobenzene, 
was spun at 3000 rpm for 30 s onto the perovskite film as a hole conductor. The devices were 
completed by evaporating 80 nm gold in a vacuum chamber using a shadow mask to pattern the 
electrodes. The active device area was 9 mm2.  
2.2.4. Perovskite Films and Solar Cell Characterization 
Gel permeation chromatography (GPC) was used to measure the molecular weight of cross-
linked polystyrene. Samples dissolved in THF were injected into a Viscotek VE 2001 GPC 
instrument equipped with PolyAnalytik SupeRes mixed bed columns, TDA 305 triple detector 
array and a 2600 UV detector, using THF as the eluent. The columns were maintained at a 
temperature of 35 °C and the flow rate was 1 mL min−1. For characterization of the molecular 
weight of the PS in the casted PS-MAPbI3 films, multiple films were made and then dissolved in 
DMF. The PS was precipitated by adding methanol and then it was re-suspended in THF. 1H 
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NMR spectra were obtained in DMF-d7 and DMSO-d6 solvents using Bruker 500 MHz 
spectrometer. Thermogravimetric analysis (TGA) was performed using TGA Q500 (TA 
Instruments), heating at a steady constant rate of 10 °C min−1 from 25 °C  (room temperature) to 
600 °C under a constant 40 mL min−1 N2 gas flow. XRD diffraction patterns were obtained from 
the perovskite films deposited on the glass substrate using a glancing incidence X-ray diffraction 
(GIXRD) using a PANalytical X’Pert Pro MRD diffractometer with Cu Kα radiation (λ = 1.54 
Å) at an incidence angle of 0.4°. The surface morphology was acquired by Field-emission 
scanning electron microscopy (FESEM, Zeiss Ultraplus). Raman measurements were performed 
using a Horiba HR800 spectrometer in the backscattering configuration. The excitation 
wavelength of the laser was 532 nm and the power was 0.6 mW to avoid any sample degradation 
effects. The measurements were conducted at room temperature and in air. UV-Visible 
absorption spectra were recorded using Perkin Elmer Lambda 750 spectrophotometer and the 
optical energy bandgap (Eg) was estimated from these absorption spectra using Tauc relation, 
which is given by αhν = A(hν-Eg)
n where α is the absorption coefficient, hν is the photon energy, 
A is a proportional constant, Eg is the energy bandgap, and n depends on the characteristics of the 
transition in a semiconductor. (n = 1/2, 2, 3/2, or 3 for allowed direct, allowed indirect, forbidden 
direct, and forbidden indirect electronic transitions, respectively). MAPbI3 exhibits an optical 
absorption spectrum governed by direct electronic transitions (n = 1/2). The time-of-flight 
secondary ion mass spectrometry (ToF-SIMS) measurements were performed using model ToF-
SIMS 5, ION-ToF GmbH, with the Cs+ ion source (500 eV) for the sputtering and a Bi3+ ion 
source (30 keV) for the analysis. The ToF-SIMS measurement was carried out in the negative 
polarity mode with a cycle time of 200 µs, a sputtering area of 350 µm2 and an analysis area of 
150 µm2. The evolved hydrogen gas was analyzed by the Stanford Research Systems (SRS) 
Universal Gas Analyzer. Photoluminescence (PL) spectra were recorded with a Horiba Jobin 
Yvon system with a red-light source with an excitation at 633 nm. The time-resolved 
photoluminescence (TRPL) experiments were performed using an Edinburgh fluorescence 
spectrometer with a time-correlated single-photon counting capability. The PL decay spectra 
were fitted by a biexponential decay function: Y = A1exp(-t/τ1) + A2exp(-t/τ2) + y0 where A1 and 
A2 are the relative amplitudes, and τ1 and τ2 are the lifetimes for the fast and slow recombination, 
respectively.[121] The current-voltage characteristic of the ITO/PS-MAPbI3 (or MAPbI3)/Au films 
was measured in dark and analyzed using the space charge limited current (SCLC) 
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model.[117,165,166] The trap-state density (ntrap) was determined by the trap-filled limit voltage 
(VTFL) as follows:
[134] 








                                                             (2.1) 
where L is the thickness of the film, ε is the relative dielectric constant of MAPbI3 (ε = 32), ε0 is 
the vacuum permittivity, and e is the electron charge. The SCLC charge mobility (µ) of the 
perovskite films was calculated using:[117,165] 










                                                              (2.2) 
where J is the current density, V is the applied voltage, ε is the relative dielectric constant of 
MAPbI3 (ε = 32), ε0 is the vacuum permittivity, and  L is the thickness of the film. The current 
density–voltage (J–V) curves of the devices were measured using a Keysight 3458A Digital 
multimeter under the AM 1.5 G (one sun illumination, 100 mW cm−2), generated using a Xenon-
lamp based solar simulator (Newport Oriel Instrument 67005, 150 W Solar Simulator). The light 
intensity was calibrated by a NREL calibrated KG5 silicon reference cell to minimize spectral 
mismatch. All J–V measurements were recorded with a scan rate of 100 mV s−1. The hysteresis 
index of the devices was calculated by:[134] Hysteresis index = (PCEreverse˗PCEforward)/ PCEreverse. 
The impedance spectra were recorded at 20 mV AC oscillating amplitudes from 1 Hz to 1 MHz.  
The long-term stability test of the devices (with and without HTL) was performed in an 
ambient environment without encapsulation by exposing the devices under continuous one-sun 
illumination in ambient air with 40–50% relative humidity, while the temperature of the cells 
was around 45 °C. The operational stability of the devices with HTL was carried out in an 
ambient atmosphere by applying an external bias identical to the voltage at maximum power 
point (VMPP) in the J–V curves and then tracking the current output. During measurements, the 
devices were maintained at a constant voltage (VMPP) and subjected to continuous 1 sun, AM 
1.5G illumination in ambient air with 40–50% relative humidity at 45 °C. The humidity was 
measured by a portable RH sensor and was controlled by adjusting the flow rate of the carrier gas 
(dry N2) and moist gas (N2 bubbled through water). The temperature was controlled by placing the 
device on the hot plate at 60 °C, which maintains the temperature of the device at 45 °C. Throughout 




2.3. Results and Discussion 
Lewis acids such as AlCl3 (and other aluminum halides) are known to interact with PS, and one 
of the reaction pathways leads to the formation of carbonium ions that subsequently cause cross-
linking of the PS chains.[135] The cross-linking of the PS on mixing with PbI2 (also a Lewis acid) 
is confirmed by the gel permeation chromatography (GPC) results, as shown in Figure 2.1a. The 
standard (for calibration) and the used plain PS (control samples) have a molecular weight (Mw) 
of 90000 and 60000, respectively. A 1 wt % PS solution in PbI2 (62 wt %) characterized after 12 
h shows a Mw of 359000 (an increase of ∼6 times as compared to plain PS), which reveals the 
cross-linking of the polymer. The Mw increases with reaction time and also with the wt % of PS 
in the solution (inset of Figure 2.1a). The PS from casted PS-MAPbI3 films shows a Mw of 
187000, which confirms the cross-linking of PS within MAPbI3 film. Nuclear magnetic 
resonance spectra (1H NMR) show a shift in the PS peaks due to interaction with PbI2 and 
formation of intermediate cation complex that subsequently loses hydrogen and leads to the 
formation of carbonium ions (Figure 2.1b and Figure A2.1, Appendix). The carbonium ions are 
then proposed to react with other polystyrene chains at the site of the tertiary carbon atom, 
leading to the cross-linking of the polymer chains (a more detailed mechanism is given in the 
Appendix).[136,137] In addition, we have observed the evolution of hydrogen gas (Figure A2.2, 
Appendix) from the PS and perovskite reaction mixture which substantiates the proposed cross-
linking mechanism of PS due to the Lewis acid nature of PbI2. This direct interaction should lead 
to slower crystallization kinetics in the perovskite films and improve the quality of the crystals. 
Direct interactions between inorganic crystals and organic moieties are well reported in natural 
systems where they are used to develop composite materials such as bones and shells that have 
distinct properties compared to their pure inorganic counterparts.[138,139] Following this, the effect 
of the cross-linking on the performance of PS-MAPbI3 solar cells, its stability, and structure is 
analyzed and compared to pure MAPbI3. The device configuration of the perovskite solar cells 
(PSCs) is shown in Figure 2.1c, with a representative cross-sectional field emission scanning 
electron microscopy (FESEM) image illustrated in Figure 2.1d. A ZnO film was deposited on 
indium tin oxide (ITO) glass substrate as the electron transport layer (ETL), the PS-MAPbI3 (or 
pure MAPbI3) film was grown as the active light-absorbing layer by a facile one-step solution 
casting method, Spiro-OMeTAD as the hole transport layer (HTL), and gold (Au) as the top 
electrode (details in the Experimental section). The energy level diagram of the device is 
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presented in Figure A2.3, Appendix. Further, the interaction between the MAI and the PS chains 
due to the cation-π electron interaction is confirmed by a series of experiments. We observe that 
on mixing PS solution with MAI solution (both in DMF) a slow precipitation of the PS chains is 
observed, as seen by the cloudiness of the solution in the optical image (see inset of Figure 2.1e). 
The UV-Vis absorption spectra (Figure 2.1f) of the mixture correspondingly show an increase in 
the background scattering that leads to a broad increase over the complete wavelength range. The 
precipitated PS chains are collected and analyzed by Thermogravimetric analysis (TGA) (Figure 
2.1e). For plain PS chains a broad decomposition is observed (Figure 2.1e), with 10 % 
decomposition occurring by 335 °C, and 90 % by 427 °C. In contrast, the PS chains precipitated 
from the MAI solution show a 10 % decomposition by 362 °C and 90 % by 424 °C (Figure 2.1e). 
The corresponding first derivative curves are presented in Figure A2.4, Appendix. The shifting 
of the initial decomposition of PS to higher temperatures shows their thermal stabilization due to 
the extra energy of the interaction with MAI.[140,141] Further, the Raman spectrum of PS-MAI 
precipitate (Figure A2.5, Appendix) also confirms this interaction as most of the peaks in PS-





Figure 2.1. Cross-linking of the polystyrene within MAPbI3 and the device configuration. (a) 
Gel permeation chromatography refractive index traces for different samples in THF. (b) 1H 
NMR spectra of the 1 wt % PS solution and 1 wt % PS-PbI2 solution collected in DMF-d7 and 
DMSO-d6 (magnification of the scale between 6.2 and 7.6 ppm). (c) Schematic diagram of the 
device architecture. (d) Cross-sectional SEM image of a complete solar cell. (e) TGA curves 
confirming the interaction between MA+ cation and PS, with the inset showing the optical 




The performance of perovskite solar cells with varying amount of PS content (0, 0.5, 1, 2, 
4, and 14 wt %) and without HTL is measured under illumination (Figure A2.6, Appendix) and 
in the dark (Figure A2.7, Appendix), with the detailed device parameters listed in Table A2.1. It 
is observed that the 1 wt % PS-MAPbI3 device without HTL exhibits the best performance, with 
a PCE of 3.04%, short-circuit current density (Jsc), open-circuit voltage (Voc), and fill factor (FF) 
of 5.21 mA cm−2, 0.784 V, and 0.745, respectively. In comparison, the pure MAPbI3 device 
without HTL showed a PCE of 2.49% with a Jsc of 4.61 mA cm
−2, Voc of 0.775 V, and FF of 
0.696. Increasing the PS content further decreases the device performance, as seen for 4 wt % 
PS-MAPbI3 that has a PCE of 2.00%, and for 14 wt % PS-MAPbI3 the PCE reduces to just 
0.68%. The J−V curves measured in the dark (Figure A2.7, Appendix) show that the current 
density decreases with increasing PS content, revealing that the electrically insulating nature of 
PS reduces the dark current in these devices. The performance of the solar cells with a HTL also 
follows a similar trend. Figure 2.2a shows the J−V characteristics of the pure MAPbI3, PS-
MAPbI3 (1 and 14 wt %), and 14 wt % S-MAPbI3 devices with HTL, and the corresponding 
device parameters are summarized in Table A2.2. The 1 wt % PS-MAPbI3 device shows the 
highest PCE of 12.27%, with a Voc of 1.044 V, Jsc of 15.80 mA cm
−2, and FF of 0.744. In 
contrast, the pure MAPbI3 device showed a PCE of 11.02% with a Voc of 1.033 V, Jsc of 14.88 
mA cm−2, and FF of 0.717, which is comparable with the previous reports.[142,143] Note the 
performances reported here are for 10 typical devices; the best 2 devices have a PCE of ∼15.5% 
for pure MAPbI3 and 16.8% for 1 wt % PS-MAPbI3. In addition, we compared the PCE of 
different devices with and without HTL, and these are displayed as a bar graph in Figure A2.8 
(Appendix). The forward and reverse J−V scans of the 1 wt % PS films show a hysteresis index 
of 0.017 compared to 0.032 for pure MAPbI3 (Figure 2.2b). The detailed parameters for the 
hysteresis analysis are listed in Table A2.3. This shows that the hysteresis challenge is 
considerably alleviated in the presence of cross-linked PS. We attribute this to reduced ion 
migration in the PS-MAPbI3 active layer, as is illustrated by later results.  
The influence of PS cross-linking on the perovskite crystal structure is investigated by X-
ray diffraction (XRD), UV−Vis absorption spectra, and Raman spectroscopy. XRD patterns 
(Figure 2.2c) showed no change in the crystalline phase of perovskite with or without PS and S 
but displayed the difference in the diffraction intensities and sharpness (see the inset of Figure 
2.2c). The diffraction intensity of 1 and 14 wt % PS-MAPbI3 films is higher than that of the pure 
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MAPbI3 and 14 wt % S-MAPbI3 films, suggesting a higher crystallinity in the presence of PS. In 
addition, we observed that the crystallinity improves on increasing PS content from 1 to 14 wt % 
and is suppressed with the styrene monomer.[124] These results indicate that the PS incorporation 
into MAPbI3 has a significant effect on crystallization behavior. The energy bandgap (Figure 
A2.9, Appendix) calculated using absorption spectra shows no obvious change with and without 
PS and S. From the Raman spectra as shown in Figure 2.2d, the sharp characteristic bands at 85 
and 143 cm−1 can be attributed to the Pb−I and MA+ libration modes, respectively, which are in 
good agreement with the previous studies.[144,145] The broad band with maxima around 240 cm−1 
assigned to the torsional mode of MA+ in the MAPbI3.
[145] We observe a shift (Figure 2.2e and 
Figure A2.10, Appendix) in the Pb−I, MA+  libration, and MA+ torsional modes from 85 to 89 
cm−1, 143 to 149 cm−1, and 240 to 247 cm−1, respectively, with the increase in the polystyrene 
concentration. This Raman shift toward higher wavenumber reflects the interaction of the PS 
with MAPbI3. In addition, the signal at 998 cm
−1 ascribed to C−C aromatic (stretching mode) and 
the band at 1030 cm−1 which corresponds to C−H aromatic (bending mode) are present both in 
PS-MAPbI3 (and S-MAPbI3) films, signifying the incorporation of PS (or S) into MAPbI3.
[146,147] 
In addition, we have measured the photocurrent (Figure A2.11, Appendix) for a vertical device 
configuration (see the Appendix) to confirm that the cross-linked PS is included in the bulk 
MAPbI3. The time-of-flight secondary ion mass spectrometry (ToF-SIMS) depth profiling was 
conducted to characterize the perovskite films. In the depth profile of pure MAPbI3 (Figure 2.2f) 
and 1 wt % PS-MAPbI3 (Figure 2.2h) films, the PbI
¯ and NH¯ are detected (indicative of 
MAPbI3) with relatively constant intensities throughout the sputtering of perovskite film (up to 
500 s). The decrease in the signals from PbI¯ and NH¯ ions, and the appearance of In¯ and SnO¯ 
peaks at the perovskite/ITO interface has been observed in both pure MAPbI3 and 1 wt % PS-






¯ signals that represent 
polystyrene (shown in Figure 2.2g) are only observed in 1 wt % PS-MAPbI3 films but not in pure 
MAPbI3. The high-intensity signals (around 1000–2500 counts) from PS in 1 wt % PS-MAPbI3 
film gradually drop to 200–600 intensity counts within an initial 15 s of sputtering time, which 
reveals the presence of a very thin layer of PS on the top surface of PS-MAPbI3 film that protects 
the perovskite film with the extrinsic degradation factors. The 200–600 intensity signals from PS 
in 1 wt % PS-MAPbI3 films present during the whole sputtering process, which implies the 
uniform distribution of PS in the entire PS-MAPbI3 film. The photocurrent for 1 wt % PS-
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MAPbI3 is higher as compared to the pure MAPbI3, which reveals the successful incorporation 
of PS matrix into the perovskite film and not just as an insulating layer on the surface. Based on 
these results, we believe that PS chains are incorporated at the grain boundaries of the perovskite 
crystals. 
 
Figure 2.2. Effect of cross-linked PS chains on the perovskite photovoltaics performance and 
crystal structure. (a) J–V curves of the pure MAPbI3, 1 and 14 wt % PS-MAPbI3, and S-MAPbI3 
devices with HTL under one sun illumination. (b) J–V characteristics of the pure MAPbI3 and 1 
wt % PS-MAPbI3 solar cells under the reverse and forward scan directions. (c) XRD patterns 
with inset showing the increase in diffraction intensity with PS content, (d) Raman spectra, and 
(e) Enlarged view of Raman spectra from 20 to 400 cm−1 for pure MAPbI3, 1 and 14 wt % PS-
MAPbI3, and 14 wt % S-MAPbI3 films. ToF-SIMs depth profile of (f) pure MAPbI3, (g) plain 
PS, and (h) 1 wt % PS-MAPbI3 films on ITO substrate.  
 
Despite exhibiting high photovoltaic efficiency, one major concern of perovskite solar 
cells and devices is their long-term stability.[148] Therefore, the stability of the devices and films 
without any encapsulation layer was monitored in ambient air at 45 °C, under continuous 1.0 sun 
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illumination (including UV light) and moisture (relative humidity of 40−50%). As observed in 
the XRD pattern of pure MAPbI3 (Figure 2.3a), the PbI2 peak at 12.65° starts appearing along 
with the typical MAPbI3 peaks after 12 h of continuous exposure, and the film completely turns 
into PbI2 after just 36 h, whereas the diffraction patterns of 1 wt % PS-MAPbI3 film (Figure 
2.3b) reveal that the MAPbI3 crystal structure remains stable (no degradation) even after 720 h 
(30 days). We further compared the Raman spectra of pure MAPbI3 and 1 wt % PS-MAPbI3 
films (Figure 2.3c) to gain more insight into the degradation. After 36 h of exposure for the pure 
MAPbI3 film, the MA
+ torsional mode disappeared and we observe two new bands at 73 and 95 
cm−1 which are due to the degradation of MAPbI3 into PbI2,
[149] while for the 1 wt % PS-MAPbI3 
film MA+ libration and torsional modes remain intact after 30 days. This signifies the effect of 
the cross-linking of PS on increasing the stability of the PS-MAPbI3 films. Following this, we 
investigated the stability of pure MAPbI3 (reference), and 1 wt % PS-MAPbI3 (optimized) solar 
cells with and without HTL by exposing them simultaneously to three factors of moisture, 
oxygen, and 1.0 sun illumination. The stability data were recorded for the devices with the best 
efficiency (16.8% for 1 wt % PS-MAPbI3). In all cases cross-linking of PS into the devices 
presents further substantial improvement in the stability of PSCs. Figure 2.3d illustrates the 
PCEs for the devices with HTL recorded as a function of time under a constant bias voltage at 
the MPP (0.80 V for the MAPbI3 and 0.86 V for the 1 wt % PS-MAPbI3 device) and under 
continuous ambient air (relative humidity of 40−50%) and 1 sun illumination at 45 °C. The 1 wt 
% PS-MAPbI3 devices maintain >93% of their initial PCE after 100 h, whereas under the same 
conditions the PCE of pure MAPbI3 dropped to zero within 30 h. We also examined the long-
term stability of the PSCs without HTL (Figure 2.3e) and with HTL (Figure 2.3f) by exposing 
the devices to ambient air, moisture (40−50% relative humidity), and full sun illumination 
(including UV light) at 45 °C. Figure 2.3e shows that the PCE for 1 and 14 wt % PS-MAPbI3 
PSCs without HTL retained 68% and 80% of their initial values after 42 days, respectively. In 
contrast, the PCEs for pure MAPbI3 and 14 wt % S-MAPbI3 devices dropped to 20% of their 
initial values after 24 and 72 h, respectively. The other normalized solar cell figures of merit 
(Voc, Jsc, and FF) without and with HTL are presented in Figures A2.12 and A2.13, respectively. 
Figure A2.13a shows that the 1 wt % PS-MAPbI3 devices retained >97% of their initial Voc after 
1008 h (42 days), whereas under the same conditions the Voc decreased to zero (after 144 h) in 
pure MAPbI3 solar cells. A similar trend can be found for Jsc (Figure A2.13b, Appendix) and FF 
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(Figure A2.13c, Appendix). Figure 2.3f illustrates that the 1 wt % PS-MAPbI3 PSCs with HTL 
maintained 85% of their peak PCE after exposing continuously in full sun illumination and 
ambient air at 45 °C with a relative humidity of 40−50% for 42 days, while the pure MAPbI3 
PSCs retained only 20% of their initial PCE after 48 h. This result confirms that the perovskite 
film with PS is more stable at harsh environmental conditions. We anticipate that the improved 
device stability is due to the direct interaction between the MAPbI3 grain boundaries and the 
cross-linked PS, which will block the ion migration and also prevent the penetration of oxygen 
and water (moisture) into the perovskite layer and hence impede the decomposition of MAPbI3 
under the light. The long-term stability comparison of PS-MAPbI3 solar cells with several other 
device configurations under different conditions is shown in Table 2.1.[122,125,126,128,150−160] It 





Figure 2.3. Stability characterization of perovskite solar cells. XRD patterns of (a) MAPbI3 and 
(b) 1 wt % PS-MAPbI3 films after exposing them under continuous one-sun illumination in an 
ambient environment with 40–50% relative humidity for different times. (c) Raman spectra of 
MAPbI3 and 1 wt % PS-MAPbI3 films after incessant light and moisture exposure. (d) 
Operational stability of the cells examined at maximum power point with a constant bias of 0.80 
V for MAPbI3 and 0.86 V for 1 wt % PS-MAPbI3 devices with HTL under continuous full-sun 
illumination in air and moisture at 45 °C. (e) Normalized PCEs for the pure MAPbI3, 1 and 14 wt 
% PS-MAPbI3, and 14 wt % S-MAPbI3 solar cells without HTL after aging continuously in full 
sun illumination, ambient air at 45 °C, and 40–50% relative humidity for 1008 h (42 days). (f) 
Normalized PCEs for the pure MAPbI3, and 1 wt % PS-MAPbI3 solar cells with HTL under the 
same testing conditions as in (e). 
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Table 2.1. Comparison of the stability of organic-inorganic hybrid perovskite solar cells with 
various device configurations under different conditions. 
















1008 Light (100 
mW cm−2) 




18 Light (100 
mW cm−2) 
Air (60%) Yes 52 [122] 
ITO/SnO2/PVP-MAPbI3/Spiro-
OMeTAD/Au 




984 Dark Air (40%) Yes 50 [126] 
FTO/TiO2/FA0.75MA0.25Pb(I11/12, 
Br1/12)3/PS-5/Spiro-OMeTAD/ Au 
60 Dark Air (80%) No 73 [128] 
FTO/TiO2/MAPbI3/HS-
PhF5/Spiro-OMeTAD/Au 
4 Light (100 
mW cm−2) 
Air (45%) Yes 36 [150] 
FTO/TiO2/MAPbI3/CuI/ 
Graphite/Cu tape 
600 Dark Air Yes 60 [151] 
ITO/PEDOT:PSS/VOx/MAPbI 
3-xBrx/PC60BM/AM-TiOx (CIL)/Ag 
12 Light (100 
mW cm−2) 
N2 Yes 80 [152] 
FTO/TiO2/MAPbI3/PEH-2/Au 850 Light (100 
mW cm−2) 
Argon No 65 [153] 
FTO/TiO2/MAPbI3+F-N2200 or 
PF-1/Spiro-OMeTAD/Au 
50 Light (100 
mW cm−2) 
Air (30%) No 80 [154] 
FTO/C60/MAPbI3-x 
Clx/Al2O3/Spiro-OMeTAD/Au 
500 Light (81.1 
mW cm−2) 
Air Yes 50 [155] 
FTO/TiO2/CsBr/MAPbI3-
xClx/Spiro-OMeTAD/Au 
0.83 Light (365 
nm, 523 mW 
cm−2) 




35 Dark Inert 
atmosphere 
Yes 34 [157] 
FTO/TiO2/MAPbI3(with Ethyl 
cellulose)/Spiro-OMeTAD/Au 
168 Indoor light 
(0.2% sun 
intensity) 
Air (60%) No 0 [158] 
ITO/CPE-K/MAPbI3-
xClx/PCBM/Al 
0.58 Dark Air (40%) Yes 45 [159] 
ITO/PEDOT:PSS-GeO2/MAPbI3-
xClx/PCBM/Ag 
78 Light (100 
mW cm−2) 
Air No 28 [160] 
 
To gain an understanding of the greater stability combined with higher performance in 
the PS-based perovskite films compared to plain films, ion migration and dark currents, film 
structure, time-resolved photoluminescence (TRPL), trap-state density and carrier mobility, and 
their electrochemical impedance spectra are analyzed. The current response under dark and light 
illumination from a planar lateral device of configuration Au/PS-MAPbI3 (or MAPbI3)/Au at a 
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constant bias of 5 V is measured. As shown in Figure 2.4a under dark, the initial current at t = 0 
s for PS-MAPbI3 (1.18 nA) is more than an order of magnitude less compared to MAPbI3 (15.3 
nA) which is attributed to the presence of polystyrene (insulating material) in the perovskite film. 
After 850 s, the current for PS-MAPbI3 maintained 52% of its initial value, whereas the current 
for MAPbI3 dropped to 91% of its initial value which reveals that the ion migration effects are 
significantly reduced in PS-MAPbI3 device.
[161] Under illumination (Figure 2.4b), it is clearly 
observed that the PS-MAPbI3 device shows a higher photocurrent generation (760 nA) with no 
observable decay, whereas the MAPbI3 device shows a lower photocurrent (500 nA) and it 
decays by 16% within 28 s due to the back diffusion of ions and recombination of charge 
carriers.[161−163] These results confirm that the cross-linking of polystyrene into the perovskite 
material suppresses the ion migration effects and at the same time also enhances the efficiency of 
photocarrier generation. To analyze the charge carrier recombination and emission properties, 
time-resolved photoluminescence (TRPL) and steady-state PL were conducted. As displayed in 
the inset of Figure 2.4c, the emission wavelength for both the films was obtained at 775 nm. 
However, the PL emission for 1 wt % PS-MAPbI3 film is higher as compared to the pure 
MAPbI3 film which can be attributed to the reduced surface-trap states and defects in the PS-
incorporated perovskite film.[121,132] Figure 2.4c presents the PL decay for perovskite films with 
and without PS. The PL decay curves were fitted to a biexponential rate law (details in the 
Appendix). The 1 wt % PS-MAPbI3 film exhibits fast and slow phase lifetimes of τ1 = 22.9 ns 
and τ2 = 264.6 ns, while the pure MAPbI3 film shows lifetimes of τ1 = 17.9 ns and τ2 = 142.5 ns. 
This increase in the lifetimes for PS-MAPbI3 film indicates a lower defect concentration and 
hence improves the device performance and stability.[121,164] In addition, we calculated the trap 
density and carrier mobility from the dark I−V characteristics using the standard space charge 
limited current (SCLC) method (details in the Appendix).[165,166] As shown in Figure 2.4d, the 
I−V traces have the Mott-Gurney’s power law dependence (I ∝ Vn), n = 1 is the ohmic region, n 
> 3 is the trap-filled limit (TFL) regime, and n = 2 is the trap-free SCLC regime.[165] The VTFL, 
trap density (ntrap), and carrier mobility for pure MAPbI3 film were measured to be 0.12 V, 2.36 
× 1015 cm-3, and 0.21 cm2 V−1 s−1, respectively. In contrast, the 1 wt % PS-MAPbI3 film resulted 
in the reduction of VTFL (0.07 V) and trap density (1.37 × 10
15 cm-3); and improvement in the 
carrier mobility to 0.41 cm2 V−1 s−1. The lower VTFL in the 1 wt % PS-MAPbI3 film signifies that 
at lower voltage all the available trap states were filled by the injected carriers, and consequently 
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lower the density of trap states. This leads to superior device performance and improved stability 
for the PS-MAPbI3 film. The structure of these films is analyzed by FESEM (Figure 2.4e,f and 
Figure A2.14, Appendix). It is observed that the pure MAPbI3 and 1 wt % PS-MAPbI3 form 
compact and uniform multicrystalline films. The average grain size of pure MAPbI3 is 240 nm, 
while 1 wt % PS-MAPbI3 has larger crystal grains with an average size of 450 nm. The 
corresponding cross-sectional images (inset of Figure 2.4e,f) clearly indicate that the grain size 
of the perovskite film increases with the incorporation of PS (1 wt %) into MAPbI3. On 
increasing the PS concentration to 14 wt %, the grains aggregated and form large-sized dendritic 
bundle-like crystals with poor film coverage (Figure A2.14a, Appendix). The 14 wt % S-MAPbI3 
film produces smaller grains with an average size of 65 nm with several pinholes (Figure 
A2.14b, Appendix). Figures 2.4g and 2.4h illustrate the typical impedance spectra for the 
MAPbI3 and 1 wt % PS-MAPbI3 devices measured by applying 20 mV AC voltage in dark and 
light illumination, respectively. The equivalent circuit can be simplified to the circuit model 
shown in the inset of Figure 2.4g composed of the series or electrode resistance of the device 
(R1), charge transfer resistance (R2), ion diffusion resistance (R3), and charge carrier 
recombination resistance (R4).
[167−169] The fitted parameter values for MAPbI3 and PS-MAPbI3 
devices and their relative errors are listed in Table A2.4. The resistance ratios of 1 wt % PS-
MAPbI3 to pure MAPbI3 device calculated using the equivalent circuit model under dark and 
light illumination are listed in the table (see the inset of Figure 2.4h). The R1 ratio of the pure 
MAPbI3 and 1 wt % PS-MAPbI3 devices is almost similar due to an identical electrode of the 
device. The R2 value in the dark for 1 wt % PS-MAPbI3 is 42 times higher as compared to pure 
MAPbI3, whereas in light the R2 value for 1 wt % PS-MAPbI3 is 0.73 times lower than pure 
MAPbI3. This is ascribed to the lower dark current and higher photocurrent for 1 wt % PS-
MAPbI3 device. The R3 value for 1 wt % PS-MAPbI3 is twice as compared to pure MAPbI3 
under both conditions and can be attributed to lower ion migration effect in 1 wt % PS-MAPbI3 
device. For 1 wt % PS-MAPbI3, the R4 value is thrice (in dark) and twice (in light) than pure 
MAPbI3, which is due to fewer defect-assisted traps, indicating more efficient charge transfer 
and effective suppression of the charge recombination in 1 wt % PS-MAPbI3 device. The 
combined results show that 1 wt % PS-MAPbI3 devices have the best performance and stability 
resulting from the combination of higher photocarrier generation due to a higher mobility and 
lifetime due to larger crystal grain size and passivation of defects by direct interaction between 
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PS chains and perovskite crystals, coupled with significantly reduced dark current, charge 
recombination, and ion migration effects due to the insulating nature of the cross-linked PS 
matrix that is incorporated into the perovskite film. 
 
Figure 2.4A. Role of cross-linked PS in improving stability and enhancing the performance of 
perovskite solar cells. Current-response under (a) dark and (b) light illumination from a 
symmetric lateral Au/PS-MAPbI3 (or MAPbI3)/Au device structure at 5 V. (c) Time-resolved 
photoluminescence (TRPL) decay spectra of MAPbI3 and 1 wt % PS-MAPbI3 films, with the 
inset showing the steady-state PL spectra. (d) Dark I–V measurements of MAPbI3 and 1 wt % 
PS-MAPbI3 films exhibiting different regions, with the inset illustrating the device structure. 
FESEM images of (e) Pure MAPbI3, (f) 1 wt % PS-MAPbI3 and the inset shows the 




Figure 2.4B. Nyquist plots of impedance (Z) spectra for Au/PS-MAPbI3 (or MAPbI3)/Au device 
measured under (g) dark and (h) light illumination (1.0 sun irradiation) conditions. The inset of 
(g) displays the equivalent circuit for analysis and the high-frequency component showing the 
charge transport regime. The inset of (h) is the extracted resistance ratio of 1 wt % PS-MAPbI3 to 
pure MAPbI3 device in both dark and light illumination conditions. 
To ascertain the effect of PS not just on the grain boundaries but also on the 
crystallization process, passivation of defects in the perovskite crystals and its ability to restrict 
the inherent ion migration effects, single perovskite crystals were grown with and without PS. 
We observed that the PS cross-linking and its strong interaction with PbI2 and MAI result in the 
control of the crystallization process. The PS concentration modulates the nucleation time, 
crystal size and the number of perovskite single crystals. At low PS concentration from 0.1 wt % 
to 1 wt %, the rate of nucleation reduces, the time for nucleation increases and the growth of 
MAPbI3 crystal slows down due to its interaction with PbI2 and MAI that leads to a large high-
quality perovskite single crystal. When the PS concentration increased from 1 wt % to 2 and 5 wt 
%, the nucleation time, number of crystals, and crystal size remains the same. At high PS 
concentration (7 and 10 wt %), the crosslinking leads to the formation of a gel with the polymer 
chains, and hence the crystallization is affected by the effects of confinement and excluded 
volume effects. As a result, we observe that the rate of nucleation increases, the time for 
nucleation reduces, and the crystal size decreases at high PS content. In addition, the 
hydrophobic PS that is present on the surface of the single crystals and polycrystalline films 
retards the penetration of environmental oxygen and water into the crystal (or film), and thus 
prevents MAPbI3 decomposition under the light. The high crystallinity and quality of 1 wt % PS-
MAPbI3 crystals as compared to the plain crystals show passivation of defects, and greatly 
reduced the ion migration effects, the density of trap states, dark current, and charge 
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recombination as well as improved the carrier mobility and lifetime. We observed that the dark 
current for 1 wt % PS-MAPbI3 single crystal is an order of magnitude less than plain MAPbI3 
due to the presence of PS (insulating material) on the single crystal. The 1 wt % PS-MAPbI3 
devices show less decay in dark current (retained 84% of their initial dark current values) as 
compared to the plain MAPbI3 (maintained only 21% of its initial value), which reveals that the 
ion migration effects are significantly reduced in the presence of 1 wt % PS. The trap density in 
PS-MAPbI3 single crystal is decreased by 4 times with the use of 1 wt % PS and carrier mobility 
is improved by 2.6 times compared to the plain MAPbI3 crystal due to fewer defects. The charge 
carrier recombination resistance for 1 wt % PS-MAPbI3 is 4.5 times higher than the plain 
MAPbI3 single crystal device, indicating the suppression of the charge recombination in PS-
MAPbI3 devices. These results indicate that the higher stability and improvement in the electro-
optical properties of the PS-MAPbI3 films are due to multiple effects associated with the 
interaction between the PS and MAPbI3. 
2.4. Conclusions 
The integration of a cross-linked polystyrene network with MAPbI3 films using the Lewis acid 
characteristic of PbI2 is presented as an effective method to make highly stable perovskite films. 
This stability is presented in the performance of solar cells which maintain 85% of their peak 
PCE even after 42 days of continuous 1.0 sun illumination and under direct ambient conditions at 
45 °C. At the same time, the optimized PS ratio (1 wt %) also improves the performance of these 
devices. The use of the organic moiety (PS) in combination with inorganic crystalline material 
(MAPbI3) leads to suppression of the ion migration, dark currents, and trap density which we 
attribute to the insulating nature of the PS network and suppression of the charge recombination. 
At the same time, the larger grain size of the 1 wt % PS films can be attributed to the better 
crystallization kinetics due to the direct interaction between PS and PbI2 and MAI, which also 
contributes to the observed better performance. The interaction between PS and MAI is a 
possible stabilizing factor for PS-MAPbI3 films. This simple and low-cost (without encapsulating 
materials) method of fabricating highly stable and efficient perovskite films presents an effective 






Light Harvesting, Self-Powered Monolith Tactile Sensor Based on Electric 
Field Induced Effects in MAPbI3 Perovskite 
3.1. Introduction 
The development of material and device configurations that combine sensing and continuous 
energy harvesting for self-powering in a single structure significantly simplify their use by 
eliminating the need to develop and wire external power sources for their operation. It also 
improves the seamless interfacing of such devices and sensors with the environment to act as a 
medium for information collection to drive robotics and human-AI interactions. The challenge in 
such systems is to decouple the sensing of the stimuli from the energy harvesting mechanism to 
ensure their continuous operation irrespective of the applied stimuli and also the ability to sense 
both static and dynamic signals in the stimuli.[100,170–174] This has to be done while keeping the 
device architecture simple for ease of manufacturing and cost-effectiveness. In this aspect, 
Organolead trihalide perovskites materials specifically methylammonium (MA) lead iodide 
(MAPbI3) (and its other analogs such as MAPbBr3 and inorganic analogs such as CsPbI3) have 
multiple characteristics that have led to their widespread application in the development of high 
efficiency, cost-effective solar cells, and optoelectronic devices.[175–178] Recently, specifically, 
MAPbI3 has been reported as semiconducting material that has a polarization effect.
[23,24,35] 
Using this polarization-semiconducting combination of properties in MAPbI3 we demonstrate a 
solar-powered tactile sensor by interfacing it with a nano-structured ZnO layer that acts as a 
pressure-sensitive electron extraction layer.[72] The device has a monolith structure[179,180] while 
separating the energy harvesting from the sensing mechanism and hence is able to sense both 
static and dynamic pressure stimuli.[173,174] Once poled, the device is operable for at least 72 h 
with just light illumination over the whole visible spectrum. The device has a pressure sensitivity 
of 0.57 kPa−1 (which is better than most reported transistor-based sensors), with a current density 
of 0.2 mA cm−2. The device also has a linear response till 76 kPa with a minimum pressure 
sensing ability of 0.5 kPa. The linear response of the device combined with the ease of 
manufacturing and being powered with just ambient light presents a significant step that greatly 
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simplifies the application of the device as part of continuous monitoring systems for information 
collection. 
Besides being a semiconducting material with a polarization effect, MAPbI3 also has ion 
migration effects that have been proposed to lead to the formation of reversible p-n (or p-i-n) 
kind of structures, resulting in switchable photovoltaic effect and the anomalous photovoltaic 
effects (ion migration effects).[69,162,181] Both the ion migration and polarization effects in 
MAPbI3 have been reported in literature separately as distinct features of these 
materials.[23,35,69,162] The origin of each phenomenon is distinct, but both depend on the electric 
field induced changes to the material, and understanding their combined dynamics is critical to 
the application of these MAPbI3 materials (and its analogs) in optoelectronics and to further build 
on it to make new and improved devices. It has been proposed that ion migration (MA+ and I− 
predominately) in MAPbI3 leads to the formation of MA
+ rich regions (n-type) and I− rich 
regions (p-type), generating internal p-n junctions that aid the separation of photo-generated 
electron-hole pairs and hence lead to an observed anomalous photovoltaic effect.[162,181,182] 
Similarly, the tetragonal phase (stable at room temperature and till 327 K) of MAPbI3 has been 
reported to be ferroelectric due to the light-induced ordering of polar organic cations,[40,41] MA+ 
in MAPbI3, and results in an internal electrical field originating from electrical polarization. The 
internal polarization developed during poling also aids the separation of the electron-hole pairs 
and enhances the photovoltaic efficiency of this material.[41–43] Here we show using planar 
MAPbI3 device (lateral structured, Au/perovskite/Au) that both these effects are present 
simultaneously in MAPbI3 and either can dominate based on the poling conditions. This is also 
of substantial interest for fabricating hybrid energy harvesting devices.[183–185] Specifically, our 
results show that poling done under N2 atmosphere and in dark leads to domination of the 
proposed ion migration effects, while poling done under illumination and in the ambient 
atmosphere (presence of O2) lead to polarization effect domination. The distinction between the 
two effects is based on the reversal of the sign in the open-circuit voltage (Voc) and the observed 
short-circuit current density (Jsc). To further ascertain the dominance of each effect, 
corroboration is done by studying the effect of polarized light and phase transition from 
tetragonal to cubic on the poled samples. We further observe that the polarization effect leads to 
a more sustained response. The Jsc in these devices is limited due to the high internal dc 
resistance of the perovskite layer. Using this limitation and the developed understanding of the 
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polarization-semiconducting property of MAPbI3, our reported tactile sensor is made by 
interfacing a top electrode of ZnO nanosheets with the perovskite layer. These ZnO sheets act as 
an electron extraction layer[72,186,187] and enhance the Jsc in a dynamic fashion, due to the load 
sensitivity of the interaction area between the sheets and the perovskite layer. Unlike other 
transistor-based tactile sensors,[93,94,188–190] the combination of polarization effects and 
semiconducting properties of MAPbI3 allows this device to be operated with just solar/light 
energy. 
3.2. Experimental Section  
3.2.1. MAPbI3 Film Preparation on Gold Chip 
For lateral MAPbI3 device, gold (Au) chips with an electrode spacing of 2 µm were fabricated on 
the top of 200 nm thick SiO2 layer by photolithography with a Cr adhesion layer. Gold chips 
were washed with Millipore water and then sonicated in a 1:1 mixture of acetone and 
isopropanol for 10 minutes, followed by another 10 minutes sonication in Millipore water. 
Piranha solution was used to clean organic matter off the gold substrate. Gold chip was washed 
thoroughly with Millipore water after being immersed in the piranha solution for 3 minutes. The 
MAPbI3 film was prepared on Au chip using the solvent engineering method in the one-step spin 
coating. In particular, 230.5 mg of lead iodide (PbI2), 79.5 mg of CH3NH3I, and 39 mg of 
Dimethyl sulfoxide (DMSO) were mixed in 300 mg of Dimethylformamide (DMF) solution at 
room temperature with stirring for 1 h to prepare a CH3NH3I•PbI2•DMSO adduct solution.
[119] 90 
µl of this adduct solution was dropped onto the Au chip and was then spun at 8000 rpm for 30 s. 
After seven seconds of rotation, 0.7 ml of diethyl ether was slowly dripped onto the center of the 
Au chip in 10 seconds. The obtained film on the Au chip was heated at 65 °C for 2 min and 100 
°C for 3 min. 
3.2.2. Electrochemical Deposition of ZnO nanosheets 
For the growth of ZnO nanosheets, SiO2 passivated Indium tin oxide (ITO) or Kapton coated Au 
on one surface with sheet resistance, Rs = 8−12 Ω/sq was used. ITO was purchased from Delta 
Technologies was used as a substrate. The electrochemical deposition was carried out using an 
Ivium CompactStat Electrochemical Analyser with a standard three-electrode setup. An 
Ag/AgCl electrode was used as the reference electrode, with a platinum wire as the counter 
electrode and a clean ITO substrate as the working electrode. A mixture of 28 mM ZnCl2 and 0.1 
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M KCl aqueous solutions was used as the electrolyte. A beaker filled with the electrolyte 
solution was immersed in a silicone oil bath, which was heated on a hot plate to maintain a 
steady temperature of 70 °C during the deposition. A constant electric potential of -1.035 V was 
applied for 1 h. After the deposition, the substrate was washed with Millipore water and then 
annealed at 335 °C for 1 h. 
3.2.3. Materials and Device Characterization 
Zeiss Ultraplus Field-emission Scanning Electron Microscopy (FESEM) equipped with energy 
dispersive X-ray spectroscopy (EDX) was used to examine the morphologies of MAPbI3 and 
ZnO nanosheets. The crystal structure of MAPbI3 was characterized by glancing incidence X-ray 
diffraction (GIXRD) using a PANalytical X’Pert Pro MRD diffractometer with Cu Kα radiation 
(λ = 1.54 Å) at an incidence angle of 0.4°. Measurements on the symmetric lateral structure cell 
configuration were conducted using a probing station. A two probe method was used by 
connecting one probe to the Au pad on the Au chip and another probe connected to the ground. 
A Keysight 6614C 50 Watt system power supply with a maximum voltage output of 100 V was 
used for the poling process. The MAPbI3 device was poled at different voltages for 5 min. After 
poling, the open circuit voltage (Voc) and the short circuit current density (Jsc) were measured 
using a Keysight 3458A Digital multimeter. The film was connected in series with the 
multimeter and power supply to form a circuit. Electrical poling was done under the N2 
atmosphere and in dark condition for the p-n effect, while for the polarization effect poling was 
done under illumination and in the ambient atmosphere (presence of O2). Voc and Jsc 
measurements were performed under simulated air mass 1.5 global irradiation (100 mW cm−2); 
generated using a Xenon-lamp based solar simulator (Newport Oriel Instrument 67005, 150 W 
Solar Simulator). Cyclic voltammetry (CV) measurements were done using an Ivium 
CompactStat Electrochemical Analyser by connecting one Au pad to the working electrode and 
other Au pad to counter/reference electrode. A NREL calibrated KG5 silicon reference cell was 
used to calibrate light intensity in order to minimize spectral mismatch. For nitrogen effect, the 
films were kept in a steady N2 flow during the poling and measurements to prevent the 
absorption of oxygen and moisture. The light polarization measurements were carried out at 
room temperature using a 633 nm laser source, polarizer, and wave plate from Newport. The 
poled MAPbI3 film was illuminated with linearly polarized light to measure the variation of Jsc as 
a function of the light-polarization. UV-Visible absorption spectra were recorded using Perkin 
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Elmer Lambda 750 spectrophotometer. For the solar-powered tactile sensor, ZnO nanosheets on 
ITO/Kapton substrate was used as the top sample and Au/MAPbI3/Au lateral structure was used 
as the bottom sample. First, the MAPbI3 film was poled under 1.0 sun illumination in an ambient 
atmosphere and then the ZnO nanosheets were interfaced with the perovskite layer. Three probes 
system was used; the first probe connected to the Au pad, the second probe connected to the Au 
ground electrode on Au chip, and the third probe was connected to the ITO/Kapton substrate. An 
MFA Motorized Miniature Linear Stage was used to apply the load to the samples. A Honeywell 
Model 31 Miniature Load Cell was connected to the stage for measuring the load. Combined 
with a micro-pro series digital panel meter, we were able to read out the measurements and 
record the data. 
 
3.3. Results and Discussion 
The schematic in Figure 3.1a shows the proposed ion-migration effects in the MAPbI3 film. The 
resulting internal field (due to the p-n junctions) will lead to separation of the charge carriers 
(electron-hole pairs) generated on light illumination and the resulting Voc (and Jsc) will be of the 
same polarity as that of the poling field. Figure 3.1b shows the observed Voc and Jsc in the 
MAPbI3 film when poled under N2 in dark conditions are consistent with the proposed ion 
migration effects in the perovskite layer. Poling of the MAPbI3 film in air and under light 
illumination (1.0 sun) leads to polarization of the MAPbI3 film (also shown in the schematic of 
Figure 3.1a). In this case, however, due to the presence of metal electrode, a charge 
compensating layer (due to the free electrons in the metal) is formed and the resulting Voc and Jsc 
are of opposite polarity compared to the poling field direction.[42,191] Figure 3.1c shows the 
observed Voc and Jsc as indeed being of reverse polarity as compared to the ion migration effects. 
In the case of ion migration, the internal electric field results from the formation of a depletion 
region in the material. It has been proposed that O2 is adsorbed at the grain boundaries and the 
defects in the MAPbI3, and suppresses the formation of p-n junctions.
[162]  More detailed studies 
are required to ascertain the exact nature of this interaction. Also, the model of the polarization 
behavior based on the charge compensating layer in the metal electrodes and the observed Voc 
and Jsc is consistent with reported experiments using ferroelectric polymers in solar cells.
[42,191] 
Further, the domination of the polarization behavior under poling with illumination is consistent 
with the observation that orientation of the MA+ ions which plays a critical role in 
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ferroelectricity is significantly enhanced under illumination (due to photoexcitation).[40] The 
reversal of the Voc and Jsc depending on the poling conditions is critical to the functioning of 
MAPbI3 (and other similar materials)-based optoelectronic devices. 
 
 
Figure 3.1. Ion migration and polarization effects in Au/MAPbI3/Au device. (a) Schematic 
showing the proposed ion migration effects (leading to p-n junctions) and polarization in 
Au/MAPbI3/Au device with reversal of the internal electric field between the two cases. (b) The 
observed Voc and Jsc in the MAPbI3 films poled at 1.5 V µm electric field for 5 min under N2 in 
dark conditions show the ion migration effects which is consistent with the model in a. (c) When 
poled at 1.5 V µm−1 electric field for 5 min in the air under light illumination (1.0 sun) results in 
polarization and the observed Voc and Jsc in the MAPbI3 film are reversed. OFF refers to Voc and 
Jsc measured under dark and ON refers to Voc and Jsc measured under 1.0 sun illumination. 
 
The ion migration effect in MAPbI3 films is characterized by poling under an N2 
atmosphere in dark. Figure 3.2 shows the effect of the poling field on the Voc and Jsc generated 
in these films due to the ion migration effects. From Figure 3.2a,b, both Voc and Jsc show a 
sustained effect on illumination with 1.0 solar light. The effect, however, is gradually decreasing 
over the cycles, which is consistent with the re-homogenization of the ions that were diffused 
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due to the poling fields.[162] It should be noted that the poling field strength and time are kept 
limited to prevent complete segregation of the ions which will lead to the formation of PbI2
[192] 
and the observed ion migration and polarization behavior disappears (Figures A3.1a−c and 
A3.2a,b, Appendix). There is no electrode reaction observed during the poling process as 
confirmed by elemental analysis (Figure A3.3, Appendix). Multiple current-voltage (I−V) scans 
done within the voltage range based on the electric field limit and at room temperature show a 
consistent response from the perovskite layer which indicates that no degradation of the material 
is occurring (Figure A3.4, detailed discussion in Appendix). Through field emission scanning 
electron microscopy (FESEM) image, we do not observe any change in the material during the 
controlled poling process under N2 (Figure A3.1d, Appendix). The Voc increases monotonically 
with the poling field strength (Figure 3.2c) due to greater ion migration, which increases the 
strength of the observed effects. Jsc (shown in Figure 3.2c) however reaches a maximum and 
then reduces with poling indicative of higher film resistance. The non-ferroelectric nature of this 
response is further ascertained by illuminating the poled MAPbI3 film with linearly polarized 
light (using a 17 mW laser of 633 nm). As seen in Figure 3.2d, Jsc does not show any appreciable 
dependence on the relative direction of polarization of the electric field of the incident light and 
the film sample plane. It is also known that MAPbI3 undergoes a phase transition from tetragonal 
(which is ferroelectric) to cubic (which is not ferroelectric) above 327 K (also confirmed by UV-
Vis absorption spectroscopy, see Figure A3.5 in the Appendix).[18,193] On heating these films to 
330 K and poling them we observe that both Voc and Jsc rather than disappearing increase in 
magnitude (Figure 3.2e,f). This is consistent with increased ion migration (due to greater 
mobility) at higher temperatures.[64,181,192] The contribution from ion back diffusion currents is 
negligible in these samples under the applied conditions. This has been characterized by cyclic 
voltammetry (CV) using a potentiostat (see Appendix). We observe that the ion diffusion current 
which would lead to a capacitive behavior are negligible compared to normal electronic 
currents.[194] Further, no Jsc is observed in dark (after poling; Figure A3.6, Appendix) indicating 
that there is no significant ion back diffusion occurring. However, with light illumination Jsc is 
observed, attesting to the presence of an internal electric field that leads to separation of the 
photogenerated electron-hole pairs. Unpoled perovskite samples do not show any Jsc in the 
presence or absence of light illumination (Figure 3.2f). We believe that the absence of any ion 
back-diffusion currents can be attributed to a very slow back diffusion process which leads to an 
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insignificant magnitude of these currents, as indicated by the presence of the Jsc (under 
illumination) even more than 6 h after the poling process in N2. The stability of the perovskite 
layer against redox reaction and decomposition to products such as PbI2 (an insulator) within the 
voltage and temperatures used in these experiments is also characterized (details in Appendix). 
We do not observe any oxidation or reduction evidence from CVs at room temperature within 
the applied voltage magnitudes, rather a consistent current response is observed confirming that 
the perovskite layer is stable (Figure A3.4a and A3.7, Appendix). At higher temperatures (325 K 
and 350 K), we start to observe the evidence of redox reaction occurring from CV scans (Figure 
A3.7, Appendix). Following this, there is a steep drop in the current response from the sample 
(more than 80 times, Figure A3.8, Appendix). We believe this is due to redox decomposition of 
the perovskite to PbI2 which being an insulator leads to the observed current drop. The FESEM 
images further confirm this as a change in morphology and composition is observed only in the 
elevated temperature samples (Figure A3.9a−c, Table A3.1, Appendix). Following this change, 
consistent with the decomposition of the perovskite layer the poling of the device does not lead 
to any observable Voc or Jsc. 
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Figure 3.2. Ion migration effect in lateral MAPbI3 device after poling under N2 in dark 
condition. (a) Voc and (b) Jsc cycles after 0.5, 1, 1.5, and 2.5 V µm
−1 poling for 5 min. (c) Voc and 
Jsc dependence on strength of the poling electric fields, under 1.0 sun illumination. (d) Jsc 
measured as a function of polarization angle (θ) of the linearly polarized light with respect to the 
film plane after poling the device at 1.5 V µm−1 for 5 min. (e) Voc and (f) Jsc of MAPbI3 device 
before poling at room temperature (RT) and after 1 V µm−1 poling for 5 min at RT, 330 K and 
after cooling to RT. OFF refers to Voc and Jsc measured under dark and ON refers to Voc and Jsc 




The proposed polarization effect in the MAPbI3 films and its effect on generating Voc and 
Jsc were investigated by poling under 1.0 sun illumination and in ambient air conditions. These 
conditions reflect that light stimulated ordering of MA+ ions enhance the polarization behavior of 
MAPbI3, while the presence of O2 will subdue the proposed p-n junction behavior.
[40,162] Further, 
optical photography shows the transformation of MAPbI3 films during the controlled poling 
process (Photo A3.1 and A3.2, Appendix).[192] On reversing the field direction, the observed 
transformation also reverses its spatial orientation (Photo A3.3, Appendix). Such an effect is not 
observed optically when poling is conducted under the N2 atmosphere (Photo A3.4, Appendix). 
Again here also we limit the poling field strength to prevent material decomposition. The Voc and 
Jsc due to the polarization effect are shown in Figure 3.3a,b. We observe that both are reversed 
in direction compared to the proposed ion migration effects, consistent with the model of Figure 
3.1a, further the response is stable with no observable decay in their magnitude. This is crucial as 
it infers that unlike the diffusion of ions, the polarization due to the orientation of MA+ ions is 
sustained over a longer time. We study the ferroelectric nature of this process by observing 
(Figure 3.3c) that unlike the ion migration effects, Jsc has a sinusoidal like dependence on the 
angle (θ) between the electric field of the incident polarized light and the sample plane (the in-
plane ferroelectric polarization) due to second-order optical effects.[195,196] This dependence has a 
periodicity of 180o with maximum response observed at θ = 0, when the electric field of the 
incident light is along the in-plane ferroelectric polarization. By heating the films to 330 K which 
leads to a phase transition from tetragonal to cubic structure we observe that both Voc and Jsc 
effects disappear (Figure 3.3d,e), shows that the polarization effects probably are ferroelectric in 





Figure 3.3. Polarization effect in lateral MAPbI3 device after poling in the air under light 
illumination. (a) Voc and (b) Jsc cycles after 0.5, 1, 1.5, and 2.5 V µm
−1 poling for 5 min. (c) Jsc 
measured as a function of polarization angle (θ) of the linearly polarized light with respect to the 
film plane after poling the device at 1.5 V µm−1 for 5 min. (d) Voc and (e) Jsc of MAPbI3 device 
before poling at room temperature (RT) and after 1 V µm−1 poling for 5 min at RT, 330 K and 
after cooling to RT. OFF refers to Voc and Jsc measured under dark and ON refers to Voc and Jsc 
measured under 1.0 sun illumination. 
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Knowing the conditions for domination by the polarization effect, we now demonstrate a 
light/solar-powered tactile sensor. The MAPbI3 films are poled at 0.5−1.5 V µm
−1 in the air for 5 
min in these studies. The basic schematic of the sensor is presented in Figure 3.4a. Specifically, 
we interface the MAPbI3 film with micro-structured ZnO sheets acting as a dynamic drain 
electrode for electron extraction. The inset of Figure 3.4a shows the FESEM image of the cross-
section of the device where ZnO sheets are in direct contact with the perovskite layer (XRD of 
the MAPbI3 and ZnO sheets are included in Appendix, Figure A3.10). Such an electron 
extraction layer is required for MAPbI3 films to improve their photocurrent efficiency since 
holes are extracted efficiently from them compared to electrons.[197] The Voc generated due to 
polarization is on the order of 100’s of mV, but Jsc is limited to very small values of ∼ 0.1 mA 
cm−2 due to large dc resistance of these materials[35,193] and also the large path lengths that the 
charge carriers must diffuse to reach the electrodes (on the scale of 2 µm - 20 µm). By 
interfacing ZnO sheets across the surface of the MAPbI3 film the generated charge carries (due 
to illumination) will separate under the polarization field and the photoelectrons should be easily 
collected by these sheets leading to increased Jsc. The band structure of the ZnO is suited for 
acting as an electron collector from the perovskite layer (Figure A3.11, Appendix). The ZnO 
sheets are vertically oriented and hence have a limited area of interaction with the perovskite 
layer (inset of Figure 3.4a). On the application of pressure, the contact area of ZnO sheets with 
the planar MAPbI3 film increases either due to bending or penetration of the ZnO sheets.
[198,199] 
This will effectively increase their interfacing area with the MAPbI3 film leading to a higher 
charge collection, and hence a pressure sensitive modulation in Jsc will be observed. Figure 3.4b 
shows that the device does indeed works as a pressure sensor and the observed Jsc is in step with 
the modulation of the applied pressure. A clear correspondence is seen in the plot of Figure 3.4c, 
which plots the derivative of the pressure and Jsc responses with respect to time. A more 
controlled response is shown in Figure 3.4d to pressure cycles of different magnitude and in 
Figure 3.4e to pressure cycles at different speeds. Both these responses show that the Jsc is 
critically dependent on the modulation of contact area between the ZnO sheets and the perovskite 
film due to applied pressure, and the sheets are effective in their role as a dynamic drain. In the 
linear response range, the maximum load sensing ability of the device is 76 kPa with minimum 
detection of 0.5 kPa, as seen in the inset of Figure 3.4f. The linearity in response is a critical 
advantage for sensors to relate their measured signal to the applied stimuli. The device also 
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shows a consistent response over 100 load cycles signifying a reliable response (Figure 3.4g). 
We also observe (Figure 3.4f) that the sensitivity of the device increases with the strength of the 
electric field used to pole the MAPbI3 films. This is in line with a more effective charge 
separation at higher polarization of the MAPbI3 films which will improve their collection 
efficiency by the ZnO films making the device more sensitive to pressure modulations. The 
sensitivity of 0.57 kPa−1 observed at poling fields of 1.5 V µm−1 is higher than other tactile 
sensors that have been reported with a linear response as shown in Table 3.1.[93,95,97,188,189,200–206] 
This device also, however, does not require an active power source for operation and once poled 
can easily function for more than 72 h (see Figure 3.4h) by using light/solar illumination. This 
limit is based on a 30% decrease in the base Jsc (at base pressure) which relates to loss of poling 
(Figure A3.12, Appendix). The failure of the device occurs at pressures exceeding 500 kPa at 
which the ZnO sheets fracture (Figure A3.13, Appendix). The perovskite/ZnO device is stable 
for more than 5 days and shows no degradation of the MAPbI3 layer, while bare exposed 
MAPbI3 degrades within a day (Figure A3.14, Appendix). The presence of the top ZnO layer 
which is also hydrophobic minimizes direct contact of the MAPbI3 layer to ambient oxygen and 




Figure 3.4A. Characterization of solar-powered tactile sensor. (a) Schematic of the solar-
powered tactile sensor where ZnO sheets are interfaced with the MAPbI3 channel/film. Inset 
shows the direct contact of ZnO sheets on the perovskite layer. (b) Jsc is in step with the 
modulation of the applied pressure after 0.5 V µm−1 poling for 5 min in the air under 1.0 sun 
illumination. (c) The derivative of the response tracks that of the applied pressure stimuli with 
accuracy. (d) Jsc cycles as a function of different pressures show the reproducibility of the device. 
(e) Jsc cycles as a function of different speeds with a maximum 37 kPa pressure show that the 
sensor responds with little delay to the stimuli. 
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Figure 3.4B. (f) The sensitivity of the device increases with the strength of the poling electric 
fields, as calculated from their pressure response. Inset shows the device has a linear response 
with a maximum load detection of 76 kPa and the minimum detection limit is 0.5 kPa. (g) A 
consistent response is observed over 100 load cycles of 37 kPa. (h) Jsc response to load cycles of 


















Table 3.1. Summary of materials used, operating voltage, power density, sensitivity, limit of 
detection, and linearity of different tactile sensors. 
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To ascertain that the device can function under illumination from light of different 
wavelengths, we modulated the light of the solar illuminator by placing long pass filters of 400 
nm, 495 nm and 570 nm in its path. As seen in Figure 3.5a, the 400 nm filter which eliminates 
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UV light leads to a less than 10% reduction in the Jsc response. This also illustrates that the 
photoexcitation of the ZnO sheets (which have a bandgap of 3.4 eV) does not play any 
significant role in the functioning of the device. Placing the 495 nm filter reduced the Jsc 
response by 30% and 570 nm filter reduces it by more than 50% which is consistent with the 
broad absorbance spectrum of MAPbI3 from 300 nm to 780 nm.
[64] The FESEM image of the 
MAPbI3 film taken after multiple days of pressure measurements and removal of the ZnO 
electrode show the presence of the residual sheets on the MAPbI3 film (Figure 3.5b). The energy 
dispersive X-ray spectrum of Figure 3.5c confirms the elemental composition of the sheet 
fragment to be ZnO. This observation further confirms the device structure and the model 
presented in Figure 3.4a. 
 
 
Figure 3.5. Effect of filters and confirmation of ZnO sheets on MAPbI3 film. a) The device 
response in Jsc to load cycle of 37 kPa gradually decreases but is sustained on progressively 
placing long pass filters of increasing wavelengths in the light path. The device was poled at 1 V 
µm−1 field for 5 min. b) FESEM image of MAPbI3 film shows the presence of the ZnO sheet that 
was used to press on it as a dynamic drain. c) EDX spectrum and elemental composition confirm 




Both polarization and ion migration behavior is observed in MAPbI3 films based on the 
conditions used for poling the films. The effects are the result of the material’s response to 
applied poling fields, with each dominating under particular conditions. Further, the ion back-
diffusion effects and redox-based degradation is minimal in these devices under the operating 
conditions. These effects are however critical and can become dominating at other conditions 
that might be used in perovskite-based devices and need to be carefully considered. The two 
proposed effects are also distinguished based on the observed reversal of the polarity of the Voc 
and Jsc. We also believe that more experiments need to be performed to ascertain the proposed 
mechanism for the observed effects and especially the role of O2 adsorption and defects in 
MAPbI3. The polarization effect combined with the semiconducting nature of these MAPbI3 
films leads to a sustained Voc on the order of a few hundreds of mV and a small Jsc. Using this 
polarization-semiconducting nature of the MAPbI3 films, we have then demonstrated a solar 
(light) powered tactile sensor that functions for more than 72 h after poling for just 5 min at 1.5 
V µm−1. The device functions by using a dynamic drain made from ZnO nanosheets whose 
interfacing area with the MAPbI3 channel modulates in response to the applied pressure. The 
only electrical energy required to operate the device is during the poling process which is ∼55 
µW h cm−2. Such low energy cost and solar-driven devices are highly relevant for remote 
sensing, and continuous monitoring applications. The use of polarization-semiconducting nature 
of the MAPbI3 films opens the avenue to explore these effects in other similar materials and use 











Modulation of Mechanical Properties and Stable Light Energy Harvesting by 
Poling in Polymer Integrated Perovskite Films* 
4.1. Introduction 
Integration of polymers with inorganic crystals and materials leads to versatile behavior in many 
natural systems such as bones and mollusk shells.[207–209] The flexibility of polymer chains with the 
ability to dissipate energy, the regular presence of functional groups and their versatile nature in 
having hydrophobic or hydrophilic groups, and the ability to have limited or high electronic and ionic 
conductivity are the properties that make their integration into such systems complementary to the 
characteristics of the inorganic components.[210–212] This concept has therefore been actively 
researched to develop materials with high mechanical strength and toughness, high electrochemical 
performance, and sensitivity for the detection of stimuli.[213–217] Here we show polystyrene (PS) 
coupled organolead halide perovskite (MAPbI3) films whose mechanical properties can be tuned by 
varying their polymer content. Specifically, the modulus of the films can be varied from ∼23 GPa to 
∼15 GPa based on the PS content. Further, due to the restriction of ion-migration in PS-MAPbI3, 
these films are stable for more than 1000 h under ambient conditions and can be poled at high voltages 
leading to a continuous and stable power generation density of 1.1 W m−2 on illumination. The 
combination of softness and stability in the PS-MAPbI3 films allows them to be applied as a pressure 
sensor that has a linear response with high sensitivity (up to 20 kPa−1) over a very wide and tunable 
operating range (up to 450 kPa) and a minimum detection limit of 4 Pa in a single structure. Further, 
they can be self-powered by just light illumination. This combination of characteristics is crucial for 
monitoring diverse stimuli ranging from low pressure (<1 kPa) to high pressure range (>100 kPa). 
Moreover, as the pressure sensor operates in a linear regime, the user can obtain accurate information 
from its output without the need for any additional signal processor thus meeting the increasing 
demand for device miniaturization and low power consumption. Although several nano-micro 
structuring approaches have been adopted in order to attain high sensitivity, achieving it in 
combination with a wide operating range and linear response still remains a challenge, limiting their 
practical use. This challenge is addressed in a simple monolithic pressure sensor fabricated by 
integrating an organic polymer (PS) with an organolead halide perovskite (MAPbI3). 
                                                             
* Reproduced with permission from The Royal Society of Chemistry. 
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The hydrophobic (organic) PS interacts with PbI2 (due to its Lewis acid characteristics) and 
MA+ cations (due to the π electrons of PS), resulting in these stable PS-MAPbI3 films. Poling 
generates an internal polarization in the films and on illumination the generated charge carriers are 
separated and collected by electrodes.[10] These films can hence harvest energy from ambient light. A 
maximum power density of 1.1 W m−2 is obtained on illumination with 0.1 sun for devices poled for 5 
min. They continuously generate power for more than 24 h and can then be repoled to regain their 
energy harvesting efficiency. Although triboelectric and piezoelectric nanogenerators have been 
actively researched for the harvesting of mechanical energy for powering devices, they cannot 
continuously produce energy from static pressure due to the conceptual limitation.[99,173,218] The 
semiconducting nature of the perovskite combined with its polarization effects and integration with PS 
presents a method to complement the capabilities of triboelectric and piezoelectric generators for use 
in a variety of energy harvesting devices for broader application.[219–221] This capability can also be 
integrated with the sensing of stimuli as the active layer in the device is a semiconducting perovskite. 
 
4.2. Experimental Section 
4.2.1. MAPbI3 and PS-MAPbI3 Precursor Solutions Preparation 
The MAPbI3 precursor solution (1.35 M) was prepared by dissolving PbI2, MAI, and DMSO 
(molar ratio = 1:1:1) in anhydrous DMF. The 1wt %, 3 wt %, and 7 wt % PS-MAPbI3 precursor 
solutions were prepared by first dissolving the required amount of PS in DMSO (53.3 µL) and 
DMF (317.5 µL). Then, MAI and PbI2 (1/1 by molar) were added to the above PS solution with 
constant stirring for 1 h (time for crosslinking) at room temperature.  
4.2.2. Perovskite Thin Film Fabrication 
The silicon chips with a dimension of 1.3 cm × 1.3 cm patterned with gold electrodes were 
fabricated on the top of 200 nm thick SiO2 layer by photolithography with a Cr adhesion layer. 
At the center of the chip, the alternating fingers form the Au positive electrode and the Au 
ground (negative) electrode with an electrode spacing of 2 μm. The patterned Au chips were 
cleaned sequentially in an ultra-sonication bath in acetone, isopropyl alcohol, and water for 20 
min. The chips were then treated by piranha solution to remove trace amounts of organic 
residues and to make the surface hydrophilic for ensuring proper wetting by the perovskite film. 
Then, the chips were washed thoroughly with the Millipore water and dried by an air gun. The 
MAPbI3 or PS-MAPbI3 precursor solution was spun on a cleaned Au chip at 4000 rpm for 30 s. 
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After 8 s of rotation, the diethyl ether was dropped onto the center of the Au chip. Thereafter, the 
chip was annealed at 65 °C for 2 min and 100 °C for 3 min. 
4.2.3. Film Characterization 
A ZEISS Ultraplus Field-emission scanning electron microscopy (FESEM) was used to study the 
morphology of the perovskite films and ZnO nanosheets. A glancing incidence X-ray diffraction 
(GIXRD) patterns were measured on PANalytical X’Pert Pro MRD diffractometer utilizing a Cu 
Kα radiation at an incidence angle of 0.4°. A Horiba HR800 spectrometer in the backscattering 
configuration was used to measure the Raman spectra. The excitation wavelength of the laser 
was 532 nm and the power was 0.6 mW to avoid any sample degradation effects. The elastic 
modulus and hardness were measured using an in situ nanoindenter (Nanomechanics Inc. 
Knoxville, TN) equipped with a dynamic control module and a sharp Berkovich diamond tip. 
Harmonic displacement and frequency were targeted at 1 nm and 75 Hz respectively. Thin film 
specimen Poisson’s ratio was assumed to be 0.25. Experiments were performed when the 
instrument thermal drift rate was less than 0.05 nm/s. Data were analyzed according to the Oliver 
and Pharr model.[224] Area function was validated with a fused silica specimen at indentation 
depths in the range of 50 and 300 nm. 
4.2.4. Device Measurement 
Simulated AM 1.5G irradiation (10 mW cm−2) with a xenon-lamp based solar simulator 
(Newport Oriel Instrument 67005, 150W Solar Simulator) was used as the illumination source. 
The light intensity was calibrated before photocurrent measurement by a silicon (Si) diode 
(Hamamatsu S1133) equipped with a Schott visible-color glass-filtered (KG5 color-filtered) to 
minimize spectral mismatch. A black box was used to avoid stray light. The probing station was 
used to conduct the measurements on the symmetric lateral Au/PS-MAPbI3 (or MAPbI3)/Au 
structure cell configuration. The plain MAPbI3 or PS-MAPbI3 films were poled at different 
voltages for 5 min, by connecting one probe to the Au pad on the Au chip and another probe 
connected to the Au ground. The poling was done under 0.1 sun illumination and in the ambient 
atmosphere (presence of O2) to generate an internal polarization in the films. A Keysight 6614C 
50 Watt system power supply with a maximum voltage output of 100 V was used for the poling 
process. After poling the device, the short circuit current density (Jsc) and the open circuit 
voltage (Voc) were recorded using a Keysight 3458A Digital multimeter. The film was connected 
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in series with the multimeter and power supply to form a circuit. For measuring the power (or 
energy) density of the plain MAPbI3 and PS-MAPbI3 films, first, the film was electrically poled 
at a particular voltage for 5 min and then the Jsc was recorded as a function of external load 
resistance. For the self-powered tactile sensor, ZnO nanosheets on the ITO substrate were used 
as the top sample and Au/PS-MAPbI3 (or MAPbI3)/Au lateral structure was used as the bottom 
sample. First, the PS-MAPbI3 (or MAPbI3) film was poled under 0.1 sun illumination in an 
ambient atmosphere and then the ZnO nanosheets were interfaced with the perovskite layer. 
Three probes system was used; the first probe was connected to the Au pad, the second probe 
was connected to the Au ground electrode on Au chip, and the third probe was connected to the 
ITO substrate. An MFA Motorized Miniature Linear Stage was used to apply the pressure load to 
the samples. A Honeywell Model 31 Miniature Load Cell was connected to the stage for 
measuring the load. Combined with a micro-pro series digital panel meter, we were able to read 
out the measurements and record the data. The operational stability and continuous power 
generation from the 1 wt % PS-MAPbI3 device (with or without the ZnO interface) was carried 
out in an ambient environment by initially poling the device for 5 min (under 0.1 sun 
illumination and in ambient air), and then tracking the Jsc response by applying an external load 
resistance identical to the resistance at maximum power point (RMPP) in the current-resistance 
curves. During measurements, the devices were maintained at a constant resistance (RMPP) and 
subjected to continuous 0.1 sun, AM 1.5G illumination in ambient air with 40–50% relative 
humidity. All measurements were conducted in ambient air without device encapsulation. 
 
4.3. Results and Discussion 
The plain MAPbI3 and PS-MAPbI3 films are made by the standard solution casting and solvent 
annealing methods.[222] For the PS-MAPbI3 films, the wt % of PS is controlled in the precursor 
solution and the time for crosslinking is kept constant for all the films. The FESEM images of the 
plain MAPbI3 and 1, 3, and 7 wt % PS-MAPbI3 films are shown in Figure 4.1a–d, and uniform 
crystalline films are observed in all cases. The corresponding X-ray diffraction and Raman spectra are 
presented in the Appendix (Figure A4.1 and A4.2). Specifically, we observe a Raman shift in the Pb−I 
mode from 84 cm−1 in plain MAPbI3 films to 92 cm
−1 in 7 wt % PS-MAPbI3 films, which is attributed 
to the interaction between PS and PbI2 (Figure 4.1e).
[222] We also observe that the MA+ libration mode 
shifts from 143 cm−1 in plain MAPbI3 films to progressively higher energy as the PS content is 
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increased, reaching 150 cm−1 for 7 wt % PS-MAPbI3 films (Figure 4.1f). Similarly, the MA
+ torsional 
mode also shifts from ∼247 cm−1 in plain MAPbI3 films to ∼258 cm−1 in 7 wt % PS-MAPbI3 films 
(Figure 4.1g). The MA+ libration and torsional shifts signify the interaction between the π-electrons of 
PS and the MA+ cations, which directly impacts its local motion in the perovskite lattice.[222] We have 
reported the cross-linking of the PS chains due to the Lewis acid nature of PbI2 by gel permeation 
chromatography in Chapter 2.[222] 
 
Figure 4.1. Characterization of plain and polystyrene-incorporated perovskite films. (a−d) 
FESEM images of (a) Plain MAPbI3, (b) 1 wt % PS-MAPbI3, (c) 3 wt % PS-MAPbI3, and (d) 7 
wt % PS-MAPbI3 films. (e−g) Raman spectra of plain MAPbI3, 1 wt %, 3 wt %, and 7 wt % PS-
MAPbI3 films at (e) 60−130 cm−1, (f) 135−160 cm−1, and (g) 180−360 cm−1 wavenumbers show 
the shift towards higher wavenumber with PS content. 
 
The short-circuit current density (Jsc) and open-circuit voltage (Voc) characteristics of plain 
MAPbI3 and PS-MAPbI3 films with varying amounts of PS in the precursor solution after poling at 
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electric fields of 2.5 V μm−1 (applied for 5 min) are shown in Figure 4.2a and b, respectively. We 
observe that all films show Jsc and Voc generation, however, the 1 wt % PS films have the highest 
response. These films are therefore studied in greater detail. Further, ion migration in the films is 
recorded from their current response to a constant bias in the dark; the observed decay in current is a 
direct measure of the extent of ion migration. As seen in Figure 4.2c the presence of PS significantly 
reduces the ion migration current, which allows these PS films to be poled at higher field strengths 
compared to the plain MAPbI3 films. The 1 wt % PS-MAPbI3 films show a monotonous increase in 
power density with poling fields (Figure 4.2d), consistent with the expectation that higher fields will 
increase internal polarization. The maximum power density of the 1 wt % PS-MAPbI3 films is 
recorded as 215 mW m−2 using an external load resistor as shown in Figure 4.2e, after poling at 5 V 
μm−1. Perovskite films are good hole conductors but their electron conductivity is limited,[197] and 
hence to further improve the performance of energy harvesting a top layer of ZnO nanosheets 
(morphology is shown in Figure A4.3, Appendix) is interfaced with the PS-MAPbI3 films (schematic 
in Figure 4.2f, with a static load of 100 kPa) for more efficient extraction of electrons. As a result, the 
power density increases to 1.1 W m−2 (Figure 4.2e). The band diagram of the device (Figure A4.4, 
Appendix) shows efficient electron extraction with the use of the ZnO layer. Continuous and stable 
power generation is observed in these films (with the ZnO layer) for more than 24 h (Figure 4.2g), and 
subsequently, on repoling, the efficiency is recovered. The loss is hence attributed to the 
depolarization of the films and not to any structural degradation. 1 wt % PS-MAPbI3 films without the 
ZnO interface also show similar behavior (see Figure A4.5, Appendix). Since continuous power 
generation is observed with light illumination and under constant interfacing (static load) with the 




Figure 4.2. Device performance, structure, and energy-harvesting capability. (a) Jsc and (b) Voc 
cycles of plain MAPbI3, 1 wt %, 3 wt %, and 7 wt % PS-MAPbI3 devices after 2.5 V µm
−1 poling 
for 5 min in the air under 0.1 sun illumination. (c) Dark current (and ion migration current) 
response from the perovskite devices at a constant bias of 3 V. (d) Power density dependence on 
strength of the poling electric fields for 1 wt % PS-MAPbI3 device without ZnO layer. (e) Output 
current and power density as a function of different external resistances for 1 wt % PS-MAPbI3 
device (after 5 V µm−1 poling) with and without the ZnO layer. (f) Schematic diagram of the self-
powered PS-MAPbI3 pressure sensor where ZnO nanosheets are interfaced with the PS-MAPbI3 
film. (g) Operational stability and continuous power generation from the 1 wt % PS-MAPbI3 
device (after 5 V µm−1 poling) interfaced with ZnO nanosheets, examined at maximum power 
point with a constant resistance of 10 kΩ and a static load of 100 kPa under continuous 0.1 sun 
illumination in air. 
Plain MAPbI3 films have a reported elastic modulus of ∼22 GPa.[223] The integration of softer 
PS (with a reported modulus of ∼3–4 GPa) should affect the mechanical properties of the PS-
MAPbI3 films. Measured by nano-indentation, we see (Figure 4.3a) that as the wt % of PS is 
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increased in the precursor solution the films become softer. The elastic modulus for plain 
MAPbI3 films measured at an indentation depth of ∼75 nm is recorded as ∼23 GPa, and this reduces 
to 19.2 GPa and 15.4 GPa as the PS content in the precursor solution is increased to 1 and 7 wt %, 
respectively. The corresponding hardness values as a function of indentation depths are shown in 
Figure A4.6 (Appendix). The ability to modulate the mechanical properties of these films has direct 
implications for their use in electromechanical and optomechanical devices. We apply this ability 
towards making tunable range pressure sensors that are also combined with the light harvesting 
properties of these films resulting in light-powered tunable pressure sensors. The concept is based on 
modulating the interface between the ZnO nanosheets and the PS-MAPbI3 films by an applied 
pressure (Figure 4.2f). The response of a 1 wt % PS-MAPbI3 film under 0.1 sun illumination to 
applied pressure after poling at 5 V μm−1 is shown in Figure 4.3b, where a direct correlation 
between Jsc and the applied pressure is observed. The derivative of current density and pressure shown 
in Figure 4.3c further illustrates that the current accurately tracks the changes in applied pressure both 
in magnitude and rate. The interface of the sheets with the perovskite film can be taken as being 
similar to a flat surface indenter interacting with a plain film. The increase in the interaction area with 
the load then follows a linear relationship, similar to the observed behavior.[10,224] Further, the 
observed increase in current can be attributed to the increase in contact area (and not piezoelectric or 
triboelectric effect) as with time under a constant load the current response is maintained (Figure A4.7, 
Appendix). The sudden variations in the pressure rates (dP/dt) during the loading steps are the result 
of the feedback loop of the motor, as confirmed by the similar loading curves of pressure on using just 
glass slides (Figure A4.8, Appendix). The response from the sensor is correlated with the magnitude 
of the applied pressure as seen in cycling at different pressure loads in Figure 4.3d. Further, the sensor 
is highly stable as there is no loss in response to more than 200 rapid loading cycles (Figure 4.3e). The 
FESEM images of the ZnO sheets after testing (Figure A4.9, Appendix) show that their morphology 
is not altered, further attesting to the stability of the device. Control experiments show that the effect is 
due to the ZnO sheets, and these were done by observing current modulation in just the perovskite 
layer and ZnO layer (Figure A4.10, Appendix) in the same set-up. No modulations were observed in 
current through the perovskite layer with a load while the current through the ZnO sheets followed 




Figure 4.3. Mechanical properties and pressure-sensing capabilities of monolithic 1 wt % PS-
MAPbI3 pressure sensor. (a) Elastic modulus for plain MAPbI3 and PS-MAPbI3 films with 
varying amounts of PS show the stiffness of the films. The standard error is based on sampling 
over 8−10 different indentation spots. (b) Jsc response is in step with the dynamic and static 
pressure modulation. (c) Derivative of the Jsc response tracks that of the applied pressure with 
accuracy. (d) Jsc cycles with various applied pressure stimuli show a consistent response. (e) 
Cyclic stability and durability test of the pressure sensor under repetitive high-pressure loading 
of 333 kPa. The response from the pressure sensor was monitored after 5 V µm−1 poling for 5 
min under 0.1 sun illumination in air. 
Varying the PS content in the PS-MAPbI3 films will directly affect their functioning as a 
pressure sensor due to the change in their mechanical modulus. This is confirmed by observing the 
response of PS-MAPbI3 films with varying amounts of PS in the precursor solution (Figure 4.4a). 
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Two effects are observed: first, as the PS content increases the dynamic range for pressure sensing 
increases, and second, however, the sensitivity does not follow a monotonic trend. Plain MAPbI3 films 
are limited to ∼100 kPa pressure range before saturation in Jsc is observed. Introducing PS increases 
the dynamic range of the device progressively to more than 400 kPa with 7 wt % PS-MAPbI3 films. 
The maximum sensitivity in response is, however, observed for the 1 wt % PS-MAPbI3 films, as seen 
in Figure 4.4b. At a maximum poling field of 5 V μm−1, the 1 wt % PS-MAPbI3 devices attain a high 
sensitivity of 19.77 kPa−1 (with a linear response up to 333 kPa), which is 30 times more than the 
maximum sensitivity possible with the plain MAPbI3 films (0.64 kPa
−1) (Figure 4.4c). We observe 
that the sensitivity of the 1 wt % PS-MAPbI3 device increases with the strength of the poling electric 
field (Figure 4.4d). This is consistent with the increased internal polarization which will lead to more 
effective charge separation, thus improving both the charge collection efficiency by the ZnO films and 
the sensitivity to pressure modulations. However, the sensitivity of the plain MAPbI3 device increases 
up to 3 V μm−1 poling field; subsequently, at higher poling fields (>3 V μm−1) the performance 
decreases due to the segregation of the ions which results in the formation of PbI2 and hence the 
observed polarization effect decreases. Further, the 1 wt % PS-MAPbI3 device can sense pressure as 
low as 4 Pa (50 μL water droplet) as shown in Figure A4.11 (Appendix). A softer perovskite film due 
to the incorporated polymer is better able to dissipate the mechanical energy and hence extend the 
linear operating pressure range of these devices, which is similar to the observation with indentation of 
softer films.[225] The sensitivity is however dependent on both the poling effects (resulting in the 
generation of Jsc) and the mechanical properties. Hence, better sensitivity is observed with the 1 wt % 
PS-MAPbI3 devices. In general, the incorporation of the polymer increases the sensitivity and linearity 
range of the PS-MAPbI3 films compared to plain MAPbI3 films. This allows us to tune the operating 
range, sensitivity, and linear range of these pressure sensors based on the polymer content. Further, the 
1 wt % PS-MAPbI3 device once poled at 5 V μm
−1 for 5 min can be easily operable for more than 120 
h without a power source and after that, the device can be repoled to recover the performance (Figure 
4.4e), whereas the plain MAPbI3 and 3 wt % and 7 wt % PS-MAPbI3 devices are operable only for 48 
h, 72 h, and 48 h, respectively (see Figure A4.12, Appendix). It can be clearly observed that compared 
with the previous literature, the monolithic 1 wt % PS-MAPbI3 pressure sensor exhibits one of the 
best combinations of high sensitivity with a linear response over a broad dynamic pressure range, as 
well as the device can be self-powered (Figure 4.4f and Table A4.1).[90,92,93,95,96,99,173,200,202,204–206,226–
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236] Further, this is achieved in a simple device structure with the ability to sense both constant static 
stimuli and also dynamic stimuli, which is a challenge in many architectures. 
 
Figure 4.4. Pressure sensitivity, linearity, and self-powered operation of the devices. (a) 
Variation of Jsc as a function of applied pressure for plain MAPbI3, 1 wt %, 3 wt %, and 7 wt % 
PS-MAPbI3 devices after 1 V µm
−1 poling for 5 min in the air under 0.1 sun illumination. (b) 
Relative current of the devices (after 1 V µm−1 poling) in response to the applied pressure shows 
the linear response over the broad dynamic range. (c) The sensitivity and pressure range of 1 wt 
% PS-MAPbI3 device (after 5 V µm
−1 poling) is more than the plain MAPbI3 device. (d) The 
sensitivity of the 1 wt % PS-MAPbI3 device increases with the poling field strength. (e) Jsc 
response is maintained over 120 h to load cycles of 333 kPa for the 1 wt % PS-MAPbI3 device 
after initial poling at 5 V µm−1 for 5 min. (f) Comparison of the sensitivity, linear sensing 




Polystyrene chains having specific π–cation interactions with the perovskite matrix are incorporated 
into perovskite films and this modulates their mechanical and electrical properties. As a result, we 
show that the PS-MAPbI3 films have highly reduced ionic currents with greater stability that allows 
them to be poled at higher electric fields. The poling effects result in a stable and continuous power 
generation of more than 1.1 W m−2 under light illumination, comparable to the best reported energy 
harvesting densities with triboelectric generators, which are intermittent in nature. The incorporation 
of PS also makes the films softer which combined with the stable energy generation leads to light 
powered tactile sensors that have a wide dynamic range and linear response and high sensitivity in a 
single structure. The ability to develop such organic-inorganic films with tunable properties using 
semiconducting perovskites have wide-ranging implications for their application in energy harvesting 
and detection, e.g., light-powered sensors, quantum electronics, and electro-optical devices, due to 






Self-Powered Photodetector Based on Electric Field Induced Effects in 
MAPbI3 Perovskite with Improved Stability 
5.1. Introduction 
Self-powered devices and detectors are crucial for the development of interconnected systems 
ranging from smart buildings and cities to personal monitors. They reduce the energy cost of 
operating such systems and ease the need to develop and integrate a separate power 
source.[237−239] For example, photodetectors with a self-powered operation are desirable for 
monitoring ambient sunlight and adjusting the illumination levels inside buildings accordingly. 
They are also required for applications in imaging and communications. Intense research is 
currently focused on developing such self-powered photodetectors. Piezoelectric and 
triboelectric generators, for example, harvest mechanical energy to power such devices and 
hence have been actively researched to develop such systems.[240−242] However, they are active 
only in the presence of continuously varying mechanical input such as due to human activity of 
walking and finger tapping, and hence their measurement is also intermittent in nature. Here we 
show a self-powered, continuously operable photodetector made with Organolead halide 
perovskites MAPbX3 (MA = CH3NH3, X = I). Self-powered operation is achieved because of the 
combination of the effects of electric field poling in MAPbI3 and its semiconducting 
nature.[10,24,243] Further, both the self-powering operation and photodetection are combined in a 
single perovskite layer, resulting in a monolith form for the detector and a simple one-step 
fabrication process. The detector has a photoresponsivity of more than 0.61 A W−1, and a 
detectivity of 1.5 × 1013 Jones while attaining an Iph/Idark (on-off ratio) of more than 3 × 10
4 
without the use of any external power source. Loss of stability and performance due to 
photodegradation and ion migration under electric fields are a major concern for perovskite 
devices.[10,244−247] We also report a significantly improved device stability and performance by 
compositing the precursor perovskite solution with polystyrene (PS), prior to the solution casting 
of the perovskite layer (as mentioned in Chapter 2). We observe that when stored under the 
ambient condition, the PS-MAPbI3 devices show stable structure for more than 20 days. In 
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contrast, plain MAPbI3 devices degrade in just 4 days. Further, the PS-MAPbI3 device has 70 
times better detectivity in comparison to the plain MAPbI3 device.  
MAPbI3 perovskite (and other similar analogs) are characterized by properties such as 
high charge carrier mobility, broad absorption spectrum and easy fabrication process that has led 
to their widespread application in solar cells, photodetectors, and other optoelectronic 
devices.[248−252] At the same time, MAPbI3 is a semiconductor with reported polarization effect 
(or ferroelectric nature) and also electric field induced ion migration effects.[23,34,65] We have 
reported in Chapter 3 that a stable open circuit voltage (Voc) and short circuit current (Isc) can be 
generated in planar lateral devices of configuration Au/MAPbI3/Au after poling them under air 
and light illumination.[10] The electrode gap in these devices is between 2 and 4 µm and the 
poling fields are kept limited (to a maximum of 5.0 MV m−1) to avoid degradation reactions. In 
contrast, poling done under N2 and in dark conditions results in an unstable Voc and Isc response. 
Both these responses result from poling field effects but there is a sign reversal in the generated 
Voc and Isc between the two conditions signifying their distinct origin.
[10] Here, we specifically 
use stable poling conditions to develop a self-powered photodetector. We also see that the 
response from the PS-MAPbI3 device is more stable and it generates a greater Voc and Isc than 
plain MAPbI3 device, signifying PS’s impact on the stability of the perovskite layer while also 
enhancing the performance. 
5.2. Experimental Section 
5.2.1. Fabrication Process of Self-Powered Photodetectors 
For planar lateral device, gold (Au) chips with an electrode spacing of 2 µm were fabricated on 
the top of 200 nm thick SiO2 layer by photolithography with a Cr adhesion layer. Au chips were 
washed with Millipore water and then sonicated in a 1:1 mixture of acetone and isopropanol for 
10 minutes, followed by another 10 minutes sonication in isopropanol and then Millipore water. 
Piranha solution was used to clean organic matter off the Au substrate. After being immersed in 
the piranha solution for 3 minutes, the Au chip was washed thoroughly with Millipore water and 
dried with an air gun. The MAPbI3 and PS-MAPbI3 films were prepared on Au chip via a one-
step solvent engineering method. The prepared perovskite solutions were spin-coated on the Au 
chip at 4000 rpm for 30 s. After 7-8 seconds of rotation, 200 µL of diethyl ether was added 
dropwise to form an intermediate phase that prevented the MAI and PbI2 reagents from reacting 
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too quickly, thus enabling a uniform film. The obtained films were annealed at 65 °C for 2 min 
and 100 °C for 3 min. 
5.2.2. Photodetector Characterization 
Field emission scanning electron microscopy (FESEM, Zeiss Ultraplus) system was used to 
acquire images of the crystallized MAPbI3 and PS-MAPbI3 films. XRD diffraction patterns were 
obtained from the perovskite films by glancing incidence X-ray diffraction (GIXRD) using a 
PANalytical X’Pert Pro MRD diffractometer with Cu Kα radiation (λ = 1.54 Å) at an incidence 
angle of 0.4°. X-ray photoelectron spectroscopy (XPS) spectra were recorded on a Thermo-VG 
Scientific ESCALab 250 Microprobe, which is equipped with an Al Kα monochromatic X-ray 
source (1486.6 eV). Measurements on the symmetric lateral structure cell configuration were 
conducted using a probing station. A two probe method was used by connecting one probe to the 
Au pad on the Au chip and another probe connected to the ground. A Keysight 6614C 50 Watt 
system power supply with a maximum voltage output of 100 V was used for the poling process. 
Both films were poled at different voltages for 10 min. After poling, the open circuit voltage 
(Voc) and the short circuit current (Isc) were measured using a Keysight 3458A Digital 
multimeter. The film was connected in series with the multimeter and power supply to form a 
circuit. Electrical poling was done under the N2 atmosphere and in dark condition for the ion-
migration effect, while for polarization effect (stipulated ferroelectric) poling was done under 
illumination and in the ambient atmosphere (presence of O2). Photocurrent, Voc, and Isc 
measurements were performed under simulated air mass 1.5 global irradiation (100 mW cm−2), 
generated using a Xenon-lamp based solar simulator (Newport Oriel Instrument 67005, 150 W 
Solar Simulator). A NREL calibrated KG5 silicon reference cell was used to calibrate light 
intensity in order to minimize spectral mismatch. For nitrogen effect, the films were kept in a 
steady N2 flow during the poling and measurements to prevent the absorption of oxygen and 
moisture. For the stability test, the films were stored in an ambient condition (moisture and 
oxygen) over 20 days. 
To evaluate the performance of self-powered photodetectors, some key parameters such 
as the on-off ratio, voltage responsivity, and external quantum efficiency (EQE) were calculated 
by the following equations. The on-off ratio is the ratio between photocurrent (Iph) and dark 
current (Idark) and can be written as Iph/Idark. The Voltage responsivity can be defined as (Vdark-
Vph)/P, where Vdark is the dark current when the light is off, Vph is the photocurrent when the light 
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is on, and P is the irradiance power density. EQE is described as the electrons generated divided 
by the incident photons and can be expressed as Rhc/eλ, where R is the current responsivity, h 
represents the Planck’s constant, c is the velocity of light, e is the electronic charge, and λ is the 
wavelength of the incident light. 
5.3. Results and Discussion 
A typical device configuration is shown in Figure 5.1a. The photocurrent response from both the 
type of devices at a constant bias of 5 V before poling and under varying light illumination 
intensities (using a solar simulator) is shown in Figure 5.1b (without PS) and 5.1c (with PS). We 
clearly observe that the PS-MAPbI3 (1 wt % of the PS in the precursor solution of MAPbI3) 
device shows a higher photocurrent generation as compared to the plain MAPbI3 and with no 
observable decay. Further, increasing the PS concentration to 2 wt % severely reduced the 
photocurrent (Figure A5.1, Appendix) for the device. Hence, only the 1 wt % device was 
characterized in detail for performance as a photodetector. The FESEM images for both plain 
MAPbI3 (Figure 5.1d) and PS-MAPbI3 (Figure 5.1e) shows a multicrystalline film with different 
grain sizes. The PS-MAPbI3 produces larger crystal grains with an average size of 390 nm, 
whereas the average grain size of plain MAPbI3 is 210 nm. The presence of PS hence improves 
the crystalline nature of the MAPbI3. X-ray diffraction (XRD) results (Figure A5.2a, Appendix) 
confirmed that the crystal structure of the PS-MAPbI3 is identical to plain MAPbI3. X-ray 
photoelectron spectroscopy (XPS) results (Figure A5.2b, Appendix) also show identical 
elemental signatures from I, Pb, N, and C in both PS-MAPbI3 and plain MAPbI3 films. The 
atomic ratios of N:Pb:I for the plain MAPbI3 and PS-MAPbI3 are 1.25:1.00:3.09 and 
1.21:1.00:3.12, respectively, which are in good agreement with the MAPbI3 stoichiometry.  
The Isc response to different light illumination intensities for plain MAPbI3 and PS-
MAPbI3 devices after poling at varying voltages under stable conditions (in air and under 
illumination) is shown in Figure 5.1f,g. From these results the current responsivity, R (which 
indicates the efficiency of the detector in responding to an optical signal), can be defined as 
follows:[251] 





 DL                                                               (5.1) 
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where IL is the photocurrent, ID is the dark current, P is the irradiance power density, and A is the 
effective illuminated area.  
The corresponding current responsivities are shown in Figure 5.1h,i. We observe that the 
PS-MAPbI3 device attains a maximum responsivity of 0.61 A W
−1 at illumination intensity of 
0.01 mW cm−2. In contrast, the plain MAPbI3 device reaches only 0.19 A W
−1. Further, we also 
observe that the performance of the PS-MAPbI3 device increases monotonically with poling 
voltage while that of the plain device reaches a maximum at 7 V. This results as during poling 
the plain device starts to degrade above potentials of 7 V, while the PS-MAPbI3 device remains 
stable even at 10 V poling bias. The stability of PS-MAPbI3 after poling at 10 V was confirmed 
by XRD and FESEM and no change was observed in its crystal structure (Figure A5.3, 
Appendix) and morphology (Figure A5.4g,h, Appendix). In contrast, poling at 10 V induced a 
new phase, PbI2, (Figure A5.3, Appendix) in the MAPbI3 device and shows the complete 
segregation of the material in the FESEM images (Figure A5.4c,d, Appendix). Similarly, the 
photocurrent measured during poling at 10 V for plain MAPbI3 device (Figure A5.5a, Appendix) 
also suddenly increased to 7.2 mA, which is 4 orders of magnitude higher than the current 
observed during poling at 5 V. Such high current are indication of material decomposition and 
migration resulting in the observed distorted morphology (Figure A5.4c,d, Appendix) and the 
phase change. While for the PS-MAPbI3 device, the photocurrent is maintained in the range of 
610−780 nA and 940−1060 nA during 5 and 10 V poling respectively (Figure A5.5b, Appendix) 
and hence the morphology remains intact (Figure A5.4e−h, Appendix). This signifies the effect 
of PS in increasing the stability of the PS-MAPbI3 devices. The response in Voc also shows that 
PS-MAPbI3 devices have a better performance than plain MAPbI3 devices (Figure A5.6a,b, 
Appendix). Further, we also observe that the devices respond in a continuous and stable manner 
to incessant light illumination. This ability of the device is crucial for continuous monitoring of 




Figure 5.1A. Device architecture, morphology, and its photoresponse after poling in air and 
under illumination. (a) Schematic diagram of the lateral self-powered photodetector and the 
effect of electric field poling that generates Voc and Isc. Photocurrent from unpoled (b) MAPbI3, 
(c) PS-MAPbI3 devices at an applied external bias of 5 V, measured under various light 
illumination intensities. FESEM image of (d) MAPbI3, (e) PS-MAPbI3 films shows the 




Figure 5.1B. The Isc response from (f) MAPbI3, (g) PS-MAPbI3 devices with no applied bias to 
various light illumination intensities, after poling at different voltages for 10 min in air and under 
light illumination (1.0 sun). Current responsivity of (h) MAPbI3, (i) PS-MAPbI3 based 
photodetectors as a function of incident light intensity at different poling voltages. Typical 
measurements done over multiple cycles and samples (3 at least) yield an error range of 5−10% 
for all the samples. 
The photodetection response in Isc after poling the MAPbI3 and PS-MAPbI3 devices 
under N2 and dark (the unstable conditions) is shown in Figure 5.2a,b, respectively. The 
corresponding responsivity is presented in Figure 5.2c,d. We observe that compared to Figure 
5.1f,g, the Isc shows a sign reversal (a similar observation is also seen in Voc, see Figure A5.7a,b, 
Appendix). We again observe that the PS-MAPbI3 devices show a much higher maximum 
responsivity of 0.28 A W−1 at illumination intensity of 0.01 mW cm−2 and poling voltage of 10 
V. In contrast, the plain MAPbI3 device reaches only 0.04 A W
−1 in maximum responsivity at 
illumination intensity of 0.01 mW cm−2 and poling voltage of 7 V. At higher poling voltages, the 
plain MAPbI3 device again shows unstable behavior leading to a decrease in the observed Isc and 
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responsivity. The PS-MAPbI3 device is stable even at 10 V bias, similar to the results of poling 
under air and illumination. We also observe (Figure 5.2a,b) that the Isc shows a rapid decay for 
the plain MAPbI3 device, in contrast, the PS-MAPbI3 device has a stable response. A similar 
observation is also seen in the Voc results (see Figure A5.7a,b, Appendix). This is due to the 
presence of the PS that leads to greater stability in the MAPbI3 structure by limiting the ion 
migration effects (as confirmed in Chapter 2). The absence of decay in Isc and also higher voltage 
stability as seen under both the conditions of poling attests to this improvement. Prior results in 
Chapter 3 have shown that the poling under air and illumination leads to polarization dominated 
response from the MAPbI3 films, while poling under N2 and dark condition leads to ion 
migration effects that can cause variable doping in these films.[10] In either case due to the 
internal electric fields generated on poling, when the MAPbI3 film is illuminated by light the 
generated electron-hole pairs are separated. The resulting Isc and Voc are directly proportional to 
the intensity of illumination and the internal field strength (which is dependent on the strength of 




Figure 5.2. Device performance after poling under N2 and dark. The Isc response from (a) 
MAPbI3, (b) PS-MAPbI3 based photodetectors, with no applied bias to various light intensities 
after poling at different voltages. The current responsivity of (c) MAPbI3, (d) PS-MAPbI3 
devices, at different light intensities and poling voltages. In all cases, the PS-MAPbI3 devices 
show a better response. Typical measurements were done over multiple cycles and samples (3 at 
least) yield an error range of 5−10% for all the samples.   
A direct comparison of the performance for both plain MAPbI3 and PS-MAPbI3 devices 
across the poling voltages in terms of current responsivity and detectivity (at 0.01 mW cm−2 
illumination) is shown in Figure 5.3a,b. Both these parameters (responsivity for the efficiency of 
the detector and detectivity for the minimum optical signal that can be detected) are crucial for 
characterizing the performance of these devices as photodetectors. Detectivity (D*) is commonly 
used as a figure of merit reflecting the sensitivity of the photodetector and can be expressed 
as:[251] 
                                                              
dark2qJ
R
D                                                               (5.2) 
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where R is the responsivity, q is the elementary charge, and Jdark is the dark current density.  
We clearly observe that the PS-MAPbI3 devices have a better performance for self-
powered photodetection when poled in air and under illumination. The Voc characteristics of 
these devices also follow a similar trend with better performance observed from the PS-MAPbI3 
devices (Figure A5.8, Appendix). Further, the performance of the detector improves with higher 
poling voltages. This is expected as poling at higher voltages should lead to higher internal 
electric field strength which will separate the generated photocarriers more efficiently. The ratio 
of photocurrent to dark current (on-off ratio, at 100 mW cm−2 illumination) as seen in Figure 
5.3c also shows that the PS-MAPbI3 devices have significantly better signal-to-noise ratio. Rise 
and decay time on the scale of 10−20 ms (in Isc) is observed in photodetection with the PS-
MAPbI3 devices (at 100 mW cm
−2 intensity) under both the poling conditions (Figure 5.3d,e). 
Rise and decay time quantify the time needed by the photodetector to reach to a certain value 
(between 10% and 90%) of the maximum photocurrent during the on and off cycles of light 
irradiation (hence quantifying the frequency response of the detector).[251] We also calculated the 
transit time (τt) by using the formula: τt = L
2/µV, L is the distance traveled by the charge carriers 
to reach the Au electrodes, µ is the charge carrier mobility, and V is the voltage. The estimated 
transit time for PS-MAPbI3 device is around 3.25 µs, which is lower than the measured response 
time that might be due to the detection limit of our equipment. Similarly, a fast response time in 
Voc (Figure A5.9a,b, Appendix) is also observed from the PS-MAPbI3 devices poled in air and 
under illumination. Further, we also studied the photoresponse characteristics of PS-MAPbI3 
devices (after poling in air and under illumination) at different irradiance wavelengths and 1 mW 
cm−2 illumination intensity. The device shows an increase in the Isc response (Figure A5.10, 
Appendix) as a function of wavelength in the range of 410 to 710 nm. The corresponding 
photoresponse parameters (responsivity and detectivity) are illustrated in Figure 5.3f, and an 
increase in responsivity and detectivity with the increase in irradiance wavelength is observed. 
The superior structural stability of the PS-MAPbI3 devices compared to plain MAPbI3 devices is 
presented in Figure 5.3g. On exposing both these devices to identical ambient conditions, with 
30−40% relative humidity, we observe that the current responsivity (at an illumination of 0.01 
mW cm−2) in the PS-MAPbI3 device is maintained by more than 84% even after 20 days. The 
poling effect is maintained for 2 days subsequently after which devices have to be repoled (due 
to loss of the poling effects) but the structural stability is maintained. While for the plain MAPbI3 
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devices complete degradation is observed in just 8 days, with more than 70% loss within 4 days. 
Similar trends are also observed in current detectivity and voltage response (see Figure A5.11a,b, 
Appendix). We believe that the larger crystal grain size and reduced ion migration effects under 
the electric field in PS-MAPbI3 detectors compared to plain MAPbI3 lead to better performance 
and improved stability. The larger crystal grains in PS-MAPbI3 (Figure 5.1e) effectively reduce 
the structural defects and hence suppress charge recombination. The suppression of ion 
migration effects in the PS-MAPbI3 device is characterized by studying the current response at a 
constant bias under dark and light illumination conditions. As illustrated in Figure 5.3h under 
dark, the initial current at t = 0 s for PS-MAPbI3 (0.36 nA at 1 V and 0.51 nA at 2 V) is more 
than one order of magnitude less than that of plain MAPbI3 (4.47 nA at 1 V and 7.89 nA at 2 V). 
This is attributed to the presence of polystyrene (insulating material) in the perovskite which 
reduces the dark current. Further, it is also clearly observed that the PS-MAPbI3 device shows a 
slow decay in current with time (5% and 10% of its initial value within 10 s at 1 V and 2 V, 
respectively). Whereas the plain MAPbI3 device shows a rapid decay (23% and 57% of its initial 
value within 10 s at 1 V and 2 V, respectively). Moreover, in PS-MAPbI3 the net drop in the 
current (after 600 sec.) is one order of magnitude less than that in plain MAPbI3 devices. This 
signifies reduced ion migration effects in the PS-MAPbI3 device compared to plain MAPbI3 
films. Under illumination (Figure A5.12, Appendix), we observe that the PS-MAPbI3 device 
shows a higher photocurrent generation (83 nA at 1 V and 149 nA at 2 V) with no observable 
decay. In contrast, the MAPbI3 device shows a lower photocurrent (65 nA at 1 V and 99 nA at 2 
V), which also decays by 33% and 11% of its initial value within 44 s at 1 V and 2 V bias 





Figure 5.3A. Comparison of the performance and stability for MAPbI3 and PS-MAPbI3 devices 
under both poling conditions. (a) Current responsivity, (b) Detectivity, (c) Iph/Idark (on-off ratio) 
as a function of different poling voltages. Rise and decay times for photodetection with PS-
MAPbI3 devices when poled under (d) Air and illumination, (e) N2 and dark condition. (f) 




Figure 5.3B. (g) Current responsivity as a function of time showing long-term environmental 
stability for the PS-MAPbI3 devices exposed under an ambient condition with 30−40% relative 
humidity. (h) Current response under dark from unpoled MAPbI3 and PS-MAPbI3 devices at 
different external biases. 
 
5.4. Conclusions 
Using the electric field-induced effects in MAPbI3, we have presented a simple self-powered, 
monolith structured photodetector that attains a photoresponsivity of more than 0.61 A W−1, and 
a detectivity of 1.5 × 1013 Jones. Its performance is comparable to other reported self-powered 
photodetectors (see Table 5.1 for comparison), and this detector is also continuously operable 
for 2 days without a power source, after poling under stable conditions. Also, its fabrication is 
simple as it is made of a single layer of PS-MAPbI3. Further, the use of PS significantly 
improves the structural stability of the perovskite layer to up to 20 days. The PS-MAPbI3 devices 
also show a significantly improved performance of more than 300% in responsivity compared to 
plain perovskite devices. It was found that the presence of PS in the MAPbI3 devices leads to 
larger grain size and significantly reduced ion migration and charge recombination effects and 
lower dark currents. Further, the PS-MAPbI3 devices have a stable photocurrent under constant 
bias. Plain perovskite devices, in contrast, show a clear observable decay in the photocurrent. 
The combination of high sensitivity with the self-powered operation and extended stability 
presented here shows a simple method to develop such devices and sensors using the properties 
of perovskite, which are highly relevant for applications in remote sensing, smart systems, and 
optoelectronic devices.  
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Table 5.1. Comparison of the device performance in terms of responsivity, detectivity, light on-
off ratio, rise and decay time for different self-powered photodetectors.  
Device architecture 




















Multilayer 7.92 - 130 <200 [242] 
FTO/C60/MAPbI3/ 
GaN/In and Solar cell 
Multilayer 0.198 7.96 × 1012 >5000 450/630 [253] 
MoS2/MAPbI3 
heterostructure and 
External bias voltage 
Bilayer 0.06 - - 2149/899 [254] 
ITO/MAPbI3/Au and 
External bias voltage 
Monolayer 0.0598 - 133 91/101 [255] 
FTO/TiO2/graphene/
MAPbI3/ PTAA and 
Solar cell 
Multilayer 0.375 4.5 × 1011 4 × 106 5 [256] 
ITO/MAPbCl3/PTAA/
Al and Solar cell 













Multilayer 0.0008 4.2 × 109 - 160/200 [259] 
FTO/Sb2S3/Spiro-
OMeTAD/Ag and 
Solar cell  
Multilayer 0.087 2.7 × 109 814 <25 [260] 
2D black phosphorus 
(BP) nanosheets and 
Photoelectrochemical 
process 








Conclusions and Future Work 
6.1. Summary of Contributions  
The properties of organolead halide perovskites that include absorption across a wide visible 
range, high carrier mobility and lifetime, and low-temperature facile synthesis process, are the 
foundation of its application in a variety of optoelectronic fields. The challenge of stability being 
addressed in this thesis by understanding the basis of observed interaction between polystyrene 
and MAPbI3 will be a significant step for the commercialization of perovskite-based devices. 
Further, this specific interaction also leads to the modulation of both mechanical and electro-
optical properties of the perovskite films. Being a simple single-step method as presented it 
should also be scalable for a large-scale application.   
In Chapter 2, we use the inorganic-organic interactions that routinely occur in natural 
systems to develop hybrid materials with an exceptional combination of properties. To address 
the stability challenge under illumination and exposure to ambient atmosphere, we use a similar 
specific interaction between polystyrene (PS) chains and PbI2 and MAI, the common precursors 
that are used for making these lead halide based perovskites. The subsequently casted films 
consist of a polymer matrix within the perovskite layer. We report that as a result, these films 
have: 1. An unprecedented stability, where they show stable structure and performance for 1000 
h in ambient conditions with direct and continuous illumination, and without any encapsulating 
or passivating layer. 2. By optimizing the polystyrene content this stability is achieved without 
sacrificing any device performance rather a slight improvement in efficiency is observed. This 
simple and effective process will significantly advance electro-optical devices based on 
perovskites such as solar cells and photodetectors towards commercialization while maintaining 
their performance and cost-effectiveness. 
In Chapter 3, we develop a solar/light-powered monolith tactile sensor by combining the 
MAPbI3 perovskite with ZnO nanostructures. The device is developed by first decoupling the 
polarization behavior of the MAPbI3 from its ion migration effects. We show that both these 
effects are present simultaneously in MAPbI3 films and either effect can be made to dominate 
based on the poling conditions. Following this understanding, we then use the combination of the 
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polarization-semiconducting nature of the MAPbI3 films to make a tactile sensor that once poled 
is operable for at least 72 h using just light illumination, requiring no other power source. The 
sensor has a sensitivity of 0.57 kPa−1, which is comparable (and in most cases better) to other 
transistor-based tactile sensors. It also has a linear response to load till 76 kPa, a significant 
advantage for sensing applications. The sensor is based on interfacing ZnO nanosheets with the 
poled MAPbI3 film. The applied load modulates the contact area between ZnO sheets and the 
perovskite film, and hence ZnO sheets act as a pressure-sensitive drain for the photoelectrons 
generated in the MAPbI3 film. This device illustrates that the hybrid polarization-semiconducting 
nature of the MAPbI3 can be utilized to develop simple next-generation self-powering devices 
that can be run with just ambient light.  
Chapter 4 shows that the incorporation of PS in MAPbI3 makes these films softer and 
improves their structural stability, and hence they can be poled at higher electric fields to induce 
sustained polarization effects. The softer films are used by us to make tactile sensors that have a 
broad operating range (0.004–450 kPa) with a linear response over the entire pressure range and 
very high sensitivity (20 kPa−1) as well as once poled is operable for more than 120 h with just light 
illumination, hence addressing a critical challenge in the development of tactile sensors. Further, 
the ability to lower the moduli of the lead halide perovskite has direct implications for their 
application in flexible devices where softer materials lead to greater flexibility. These films can 
achieve a continuous light energy harvesting density of 1.1 W m−2 in a plain film structure. This 
is among the best-reported figure for energy harvesting devices when compared to other methods 
such as triboelectric and piezoelectric generators (which are intermittent in nature). While the 
enhanced structural stability also leads to no visible degradation in performance over months. 
This allows us to make stable light-powered tactile sensors. 
In Chapter 5, we develop a monolith PS-incorporated MAPbI3 self-powered 
photodetector. Both the self-powered operation and photodetection are achieved in a single 
perovskite layer due to their semiconducting nature and polarization effects. The detector has a 
photoresponsivity of more than 0.61 A W−1, a detectivity of 1.5 × 1013 Jones, and a switching 
ratio of more than 3 × 104 without the use of any external power source. Its performance is better 
than other reported self-powered photodetectors, and this detector is also continuously operable 
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for 2 days without a power source. Further, the use of PS in MAPbI3 film maintains the stable 
structure and device performance for up to 20 days.  
This simple method that uses a low cost polymer additive with no extra fabrication step 
presents a crucial step for bringing the research gains in the field of perovskite electro-optical devices 
to the commercial market. We believe that this will be of widespread interest to the research 
community given the intense research focus on perovskites and in general their application in the 
fields of solar cells, sensors, self-powered devices, detectors, and LEDs. 
 
6.2. Future Work 
To develop a comprehensive understanding of the polymer characteristics that affect the device 
stability and performance, the influence of polymer-based factors, such as its molecular weight, 
crystallinity, and tacticity on the crystal grain size in the perovskite films, charge and ion 
transport characteristics in bulk and at the grain boundaries of the perovskite crystals can be 
studied in the future. The molecular weight of the PS can be varied from 1,000 to 300,000 and 
tacticity from atactic to isotactic. The molecular weight critically affects the volume occupied by 
the chain (radius of gyration) and its available free volume (hence its mobility). Similarly, the 
tacticity affects the molecular order in the polymer chains and also their crystallization 
characteristics. Therefore, these are crucial parameters that will affect the interaction between the 
PS chains and the perovskite, and hence will be of great interest to be researched. 
 There has also been a significant interest in examining whether the origin of enhanced 
functionality in MAPbI3 perovskite stems from ferroelectricity. Generalization of the existence 
of ferroelectricity in these films has been disputed, although some recent research reports 
confirm the ferroelectricity in MAPbI3. More research needs to be done to understand the 
perovskite deterioration mechanism and the role of grain boundaries to bring together the 
ferroelectric-related knowledge in these materials.  
 To minimize the gap for the translation of perovskite-based devices from laboratory to 
industrial scale, it is crucial to tackle the scalability, durability (or reliability), and environmental 
sustainability challenges. Up to now in the labs, the perovskite layer, electron and hole transport 
layers are typically deposited by spin coating technique for small-area (<1.0 cm2) cells. Further, 
most of the perovskite solar cells (PSCs) with high efficiency exhibited a smaller active area of 
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around 0.1 cm2. Although the research efforts have been made to enlarge the device area with 
current techniques, it leads to a decrease in the efficiency of perovskite solar cells. Screen 
printing, spray coating, slot-die coating, and soft-cover coating methods have been developed to 
fabricate intermediate-size (10 cm2) perovskite solar modules. But they suffer from crystal 
imperfection of perovskites, non-uniform perovskite film with pinholes, and wastage of material 
during deposition, therefore deteriorating the device performance and increasing the 
manufacturing cost. Hence, new scalable processing routes must be explored to achieve large-
area uniform films with efficient materials utilization. 
In order to compete with the commercially available silicon solar cells, it is important to 
further improve the stability of PSCs so that it can last for at least 20 years with minimal 
degradation. However, we achieved a significant improvement in device stability without any 
encapsulating layer there still exists a large gap in lifetime between our PSCs (1000 h) and the 
silicon solar cells (20 years). Hence, more stability tests need to be done on our device to 
confirm its long-term reliability. To give an indication of the reliability of the solar cell, it has to 
pass the International Electrotechnical Commission (IEC) accelerated stress tests developed for 
crystalline silicon terrestrial photovoltaic modules. IEC 61215 includes three types of aging tests: 
temperature cycling (−40 to +85 °C for 200 cycles), humidity freeze (−40 to +85 °C and 85% 
RH for 10 cycles), and damp heat (+85 °C and 85% RH for 1000 h). Until now, there are no 
reports of PSCs that pass all these IEC testing protocols. Therefore, more research needs to be 
done to further improve the PSC’s stability under these harsh conditions. 
The lead (Pb), contained in organolead halide perovskite-based devices, is a heavy metal 
and toxic element that can lead to environmental toxicological implications. However, the 
amount of lead present in PSCs is below that produced annually by the coal industry when it 
generates an equivalent amount of electricity. The high aqueous solubility of PbI2 poses a severe 
risk to human health. To avoid the leaching out of Pb into the water sources, the first solution is 
to completely encapsulate the PSCs without compromising its efficiency and much of cost. The 
second solution is to replace the Pb with other nontoxic elements (such as tin (Sn)) to develop 
Pb-free PSCs. Although Pb-free perovskites have achieved great progress, their efficiency and 
stability are still less than the Pb-based perovskites. Till now among all Pb replacements, the Sn-
based perovskites have shown the best PCE of 10 %. The biggest challenge associated with the 
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Sn-based perovskites is its poor air stability (easy oxidize from Sn2+ to Sn4+), and hence results in 
rapid degradation of the Sn-based perovskite materials. Therefore, either the stability of Sn-based 
perovskites must be improved (maybe by incorporating polystyrene into the Sn-based 
perovskites) or some other replacement should be used in the future. 
Lastly, the polystyrene-incorporated perovskite materials can be used in conjunction with 
flexible substrates to develop the lightweight and potentially semi-transparent perovskite 
modules for portable optoelectronic devices. These features are particularly attractive for 
building-integrated PVs, automotive industry, indoor applications, and Internet of Things (IoT) 
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Appendix for Chapter 2 
     
Figure A2.1. 1H NMR spectra of the 1 wt % PS solution with and without PbI2 collected in 
deuterated N, N-dimethylformamide-d7 (DMF-d7) and Dimethylsulfoxide-d6 (DMSO-d6). (a) 
Low magnification scale between 0.5 and 8.5 ppm. (b) High magnification scale between 0.8 and 
2.5 ppm.  
 
The sharp NMR peaks for 1 wt % PS solution at 2.737, 2.899, and 8.018 ppm are 
attributed to DMF. The intense peak at 3.557 ppm and 3.452 ppm is ascribed to the presence of 
water (or moisture) in DMF and DMSO. The broad peaks at δ = 6.698 and 7.125 ppm for 1 wt % 
PS solution is attributed to the presence of polystyrene. The peaks below 2.5 ppm are due to 
aliphatic regions of PS. The observed upshift for PS peaks in 1 wt % PS-PbI2 solution is due to 
the interaction of PS and PbI2 intermediates which leads to the formation of carbonium ions.  
In the presence of moisture (as seen in NMR spectra), the Lewis acid (PbI2) hydrolyzes 
and results in the formation of hydrogen iodide (HI). The PbI2 interacts with PS in the presence 
of HI and leads to the formation of a cation complex on the main chain, i.e. polymeric cations 
complex with PbI3¯. This complex upshifts the observed NMR resonances for both the aromatic 




The polymeric cations complex is then converted into the carbonium ions by losing 
hydrogen (H2), which subsequently causes cross-linking of the PS chains. While degradation of 
the PS is also a possible route but in the presence of moisture and based on the GPC results, 
cross-linking of the PS chains is confirmed. In the NMR spectrum also this is supported as no 
change in the relative intensities of the aromatic and aliphatic regions is observed, indicating that 
the polymeric backbone remains intact.  
 
The carbonium ion on the aromatic ring then reacts with another PS chain and leads to a cross-






Figure A2.2. Detection of the hydrogen (H2) evolved from the reaction mixture. The 
measurement is performed by mixing the required precursor materials in DMF and DMSO in the 
septum vials.  
 
The H2 gas generated from the reaction is collected by inserting the capillary tube in the 
vials. For the control experiment, the polystyrene (PS) was dissolved in DMF and DMSO. In 
contrast to confirm the in-situ cross-linking of the PS matrix with MAPbI3, the PS, PbI2, and 
MAI was mixed in DMF and DMSO and left for 1 day for the formation of cross-linked PS 
chains in MAPbI3. We observed that the H2 gas evolved from the cross-linked PS-MAPbI3 
solution, whereas for PS solution without perovskite precursors the H2 is not generated. This 







Figure A2.3. Energy level diagram of the perovskite solar cells. The schematic showing how the 
photogenerated charge carriers are collected. A general structure of ITO/ZnO/PS-MAPbI3/Spiro-
OMeTAD/Au was designed. On exposure to light, charge carriers are generated in the PS-
MAPbI3 perovskite layer. Electrons and holes are subsequently collected by their respective 





Figure A2.4. First derivative of the TGA curves showing the shifting of the initial thermal 
decomposition of PS to higher temperature confirms their thermal stabilization due to the MAI 






Figure A2.5. Raman spectra for plain PS, MAI, and MAI with PS powders, showing the Raman 





Figure A2.6. J–V curves of the pure MAPbI3, PS-MAPbI3 with different concentrations, and S-





Figure A2.7. J–V characteristics of the pure MAPbI3, PS-MAPbI3 with different concentrations, 
and S-MAPbI3 devices without HTL in dark.  
 
It is observed that the current density decreases with the increase in the PS concentration 
from 0.5 to 14 wt %. This is due to the electrically insulating nature of PS which will decrease 
the dark current in these devices.  
 
 
Figure A2.8. Photovoltaic performance of the pure MAPbI3, 1 and 14 wt % PS-MAPbI3, and 14 
wt % S-MAPbI3 devices with and without HTL. The devices with HTL show 4–7 times higher 
PCE as compared to devices without HTL, which signifies the importance of HTL (Spiro-




Figure A2.9. Energy band gap spectra for pure MAPbI3, 1 and 14 wt % PS-MAPbI3, and 14 wt 




Figure A2.10. Magnified view of Raman spectra for pure MAPbI3, 1 and 14 wt % PS-MAPbI3, 
and 14 wt % S-MAPbI3 films. (a) 50−130 cm





The Pb–I mode (a) shifted from 85 to 89 cm−1 with an increase in the PS concentration. 
The MA+ libration (b) and torsional (c) modes shifted from 143 to 149 cm−1 and 240 to 247 cm−1, 
respectively with increasing PS content. These Raman shifts towards higher wavenumber 




Figure A2.11. Current-response measured from a vertical device configuration of ITO/PS-
MAPbI3 (or MAPbI3)/Au at 0.05 V. OFF refers to the current measured under dark and ON 





Figure A2.12. Normalized (a) Voc, (b) Jsc, and (c) FF for the pure MAPbI3, 1 and 14 wt % PS-
MAPbI3, and 14 wt % S-MAPbI3 solar cells without HTL after aging under continuous full-sun 
(AM 1.5 G) illumination in ambient air with 40-50% relative humidity. 
 
The stability of the devices was tested after exposing them in normal air atmosphere, 40-
50% relative humidity at 45 °C, and continuous 1.0 sun illumination for 1008 h (42 days). 1 and 
14 wt % PS-MAPbI3 devices maintain more than 92% of their initial Voc after 1008 h, whereas 
under the same conditions the measured Voc decreased to zero in pure MAPbI3 (after 48 h) and 14 
wt % S-MAPbI3 (after 300 h) solar cells. The Jsc of 1 and 14 wt % PS-MAPbI3 PSCs maintained 
more than 70% of their initial values after 42 days. While the measured Jsc decreased to zero for 
pure MAPbI3 (after 48 h) and 14 wt % S-MAPbI3 (after 300 h) solar cells. The FF for 1 and 14 wt 
% PS-MAPbI3 devices retain more than 98% of their initial value, while for pure MAPbI3 and 14 
wt % S-MAPbI3 devices the FF gradually decreased to zero within 48 h and 288 h of continuous 





Figure A2.13. Normalized (a) Voc, (b) Jsc, and (c) FF for the pure MAPbI3, and 1 wt % PS-
MAPbI3 solar cells with HTL after exposing in ambient air with 40-50% relative humidity and 
under continuous full-sun (AM 1.5 G) illumination. 
 
The 1 wt % PS-MAPbI3 PSCs retain 97% of their highest Voc after 1008 h, whereas the 
Voc for pure MAPbI3 PSCs decreased to zero after 144 h under continuous one sun illumination, 
and ambient air at 45 °C with a relative humidity of 40-50%. After 42 days, the Jsc of 1 wt % PS-
MAPbI3 PSCs maintained more than 87% of their initial values. In contrast, the measured Jsc for 
pure MAPbI3 solar cells decreased to zero after 120 h (5 days). The 1 wt % PS-MAPbI3 devices 
maintain 99% of their initial FF, whereas the FF gradually decreased to zero for pure MAPbI3 





Figure A2.14. FESEM images of (a) 14 wt % PS-MAPbI3, and (b) 14 wt % S-MAPbI3 films on 
the ZnO/ITO substrate. 
 
Table A2.1. Summary of device performance for pure MAPbI3, PS-MAPbI3 (different 
concentrations), and S-MAPbI3 solar cells without HTL. A batch of 10 individual devices was 
fabricated and measured for each perovskite layer to gain more reliable statistical information. 
 
Perovskite layer Jsc (mA cm
−2) Voc (V) FF PCE (%) 
Pure MAPbI3 4.61 ± 0.06 0.775 ± 0.01 0.696 ± 0.014 2.49 ± 0.13 
0.5 wt %  PS-MAPbI3 4.70 ± 0.03 0.776 ± 0.02 0.694 ± 0.010 2.53 ± 0.14 
1 wt %  PS-MAPbI3 5.21 ± 0.04 0.784 ± 0.01 0.745 ± 0.012 3.04 ± 0.10 
2 wt %  PS-MAPbI3 4.61 ± 0.10 0.779 ± 0.01 0.741 ± 0.021 2.66 ± 0.15 
4 wt %  PS-MAPbI3 3.90 ± 0.06 0.740 ± 0.02 0.695 ± 0.015 2.00 ± 0.12 
14 wt %  PS-MAPbI3 1.50 ± 0.02 0.710 ± 0.01 0.642 ± 0.010 0.68 ± 0.10 




Table A2.2. Performance of pure MAPbI3, PS-MAPbI3, and S-MAPbI3 devices with HTL. A 
batch of 10 individual devices was fabricated and measured for each perovskite layer to gain 
more reliable statistical information. 
 
Perovskite layer Jsc (mA cm
−2) Voc (V) FF PCE (%) 
Pure MAPbI3 14.88 ± 1.23 1.033 ± 0.05 0.717 ± 0.015 11.02 ± 1.77 
1 wt %  PS-MAPbI3 15.80 ± 1.18 1.044 ± 0.08 0.744 ± 0.011 12.27 ± 1.83 
14 wt %  PS-MAPbI3 6.79 ± 0.25 0.951 ± 0.02 0.712 ± 0.019 4.60 ± 0.21 
14 wt %  S-MAPbI3 10.66 ± 0.13 0.995 ± 0.01 0.714 ± 0.013 7.57 ± 0.15 
 
Table A2.3. Device parameters for pure MAPbI3 and 1 wt % PS-MAPbI3 devices with HTL in 
both reverse and forward scanning directions. 
 




Voc (V) FF PCE (%) Hysteresis 
index 
Pure MAPbI3 Reverse 14.88 1.033 0.717 11.02 0.032 
Forward 14.79 1.032 0.699 10.67 
1 wt %  PS-MAPbI3 Reverse 15.80 1.044 0.744 12.27 0.017 
Forward 15.58 1.043 0.742 12.06 
 
Table A2.4. Impedance spectra parameters values (with the goodness of fit, χ2) for MAPbI3 and 
PS-MAPbI3 devices measured under dark and light illumination. 
 
 Dark Light 
Parameters MAPbI3 1 wt % PS-MAPbI3 MAPbI3 1 wt % PS-MAPbI3 
R1 (MΩ) 0.11 (± 0.00358) 0.12 (± 0.003025) 0.0116 (± 0.00037) 0.0127 (± 0.000463) 
C2 (pF) 9.35 (± 1.83 × 10−6) 0.5 (± 0.93 × 10−6) 408 (± 6.50 × 10−4) 441 (± 1.40 × 10−3) 
R2 (MΩ) 4.78 (± 0.6451) 203  (± 0.5086) 0.57 (± 0.0976) 0.42 (± 0.022) 
C3 (pF) 14.07 (± 1.91 × 10−
6) 8.82 (± 1.57 × 10−6) 144 (± 0.55 × 10−4) 127 (± 2.13 × 10−4) 
R3 (MΩ) 3.01 (± 0.4985) 6.20 (± 0.27) 0.33 (± 0.0542) 0.62 (± 0.058) 
C4 (nF) 0.538 (± 2.13 × 10−
9) 0.192 (± 5.12 × 10−10) 1.29 (± 1.13 × 10−6) 0.354 (± 3.48 × 10−7) 
R4 (MΩ) 168.45  (± 0.6412) 533.74 (± 0.2958) 0.46 (± 0.0957) 0.98 (± 0.017) 
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Figure A3.1. FESEM images of MAPbI3 film after high poling field. (a−c) After poling at 5 V 
µm−1 for 5 min in the air under light illumination showing the segregation of the ions which leads 
to the formation of PbI2 and the observed polarization behavior disappears. (d) After poling at 5 







Figure A3.2. Effect of high poling field on the polarization behavior. (a) Voc and (b) Jsc 
disappeared after poling at 5 V µm−1 for 5 min in the air under light illumination due to the 
complete separation of the ions which will lead to the formation of PbI2. 
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Stability of the electrodes in the device and ion back diffusion currents 
 
Figure A3.3. (a) FESEM image of MAPbI3 film after the poling process. (b) EDX spectrum and 
elemental composition of the selected area showing no electrode migration. 
 
The characterization of the device is conducted in FESEM after multiple cycles of 
measurements at room temperature. From the elemental analysis, we can see that no Au 
migration is observed in the perovskite layer. This is consistent with the reports that the presence 
of a Cr adhesion layer with Au electrodes and restricting the device operation to room 




Figure A3.4. Current-voltage (I−V) scans from 0-5 Vat (a) room temperature (RT), (b) 325 K 
and (c) 350 K. 
 
The stability of the perovskite layer against any redox reactions within the voltage ranges 
used in the device operation is characterized in multiple ways. First multiple cycles of I−V are 
conducted by going up and down in voltage. Degradation of the perovskite due to a redox 
reaction leads to the possible formation of PbI2, an insulator, with the oxidation of iodide ions to 
I2 (g), reaction detailed below. As seen in Figure A3.4a, the current-voltage characteristics 
remain consistent which shows that no degradation of the perovskite layer is occurring. Further, 
we do not observe any hysteresis between going up and down in voltage which indicative of the 
capacitive behavior due to the ion diffusion current and corresponding electric field, illustrates 
that these effects are minimal at the applied conditions in this device. The hysteresis in current-
voltage characteristics is observed only at higher temperatures (325 and 350 K), as seen in Figure 
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A3.4b,c. This ion separation leads to the development of an opposing internal field and a charge 
compensating layer in the material similar to a capacitive response. The CV analysis present in 
the next section further shows that the capacitive response from the device is minimal at room 
temperature and redox reaction is not observed at these conditions. 
 
 
Figure A3.5. UV-Visible absorption spectrum of MAPbI3 film at room temperature (RT), 330 K, 
and after cooling to RT.  
 
It is known that the tetragonal phase of MAPbI3 is stable at room temperature (∼296 K) 
and it undergoes a transformation from tetragonal to the cubic phase at 327 K. The UV-Vis 
absorption spectrum of a tetragonal MAPbI3 presents a steep absorption edge at 794 nm. The 
optical band gap energy (Eg) was calculated by Planck relation, E = hc/λ where h is Planck 
constant (6.626×10−34 J.s), c is the speed of light (3×108 m/s), and λ is the cut off wavelength. 
The extrapolation gives the bandgap value of 1.562 eV for a tetragonal MAPbI3. After heating 
the MAPbI3 film at 330 K, the cubic MAPbI3 shows an absorption edge at 800 nm with a 
bandgap of 1.55 eV. Further, the bandgap is restored on cooling the film back to room 
temperature. This confirms that there is a phase transition from tetragonal to cubic when the 





Figure A3.6. Jsc response showing no observable ion back diffusion current in dark. OFF refers 
to Jsc measured under dark and ON refers to Jsc measured under 1.0 sun illumination. 
The short circuit current density (Jsc) response is shown for a typical device poled under 
the p-n conditions. As seen in Figure A3.6, we note that under dark no observable Jsc is recorded, 
which illustrates the absence of any ion back diffusion current, hence correspondingly there 
cannot be any internal electric field due to ion separation. On illuminating the sample, a 
significant Jsc is observed which indicates that the photogenerated electron-hole pairs are being 
separated in the poled sample hence there is an internal electric field present in the sample and 
should be the result of the formation of an internal p-n junction from electric field induced 




Redox reaction in the perovskite layer 
Anode process:  
2 (PbI2)
∗I− → 2 PbI2 + I2 + 2 e
−         (A3.1) 
Cathode process: 
2 (CH3NH2)




→        I2 +H2 + 2 PbI2 + 2 CH3NH2      (A3.3) 
 
The degradation of the perovskite layer as illustrated by the equations above has been reported. 
As with any redox-active species, such oxidation and/or reduction reactions occur only above an 
energy threshold that will enable an electron transfer between the redox-active species and the 
electrode. The occurrence of the redox reaction is hence dependent on the applied bias to the 





Figure A3.7. Cyclic voltammetry (CV) scans of (a) ±0.5, (b) ±4, (c) ±7 V at room temperature, 
325, and 350 K. (d) Magnified CV scans at 325 and 350 K.  
Under the conditions used in these devices for poling and operation, we do not observe 
any redox-based degradation of the perovskite occurring. The repeated current-voltage 
measurements discussed in the previous section show that the perovskite layer is not changing in 
performance. To further corroborate this result, CV was done on the device in the two-electrode 
set-up. The CV’s were done for different voltage ranges and at different temperatures. At room 
temperature, the CV’s for voltage ranges of ±0.5V, ±4V and ±7 V at scan speeds of 50 mV s−1 
do not show any observable redox associated peak or a sudden increase in current indicating the 
start of a redox process. Further, we do not observe any significant capacitive currents that would 
indicate the presence of ion diffusion and back diffusion currents. On increasing the temperature 
to 325 K, we observe that the currents in the CV’s increase and the capacitive nature of the 
device, as illustrated by increased hysteresis, is also amplified due to increased mobility of the 
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ions. We start to observe the redox signature in the scans. At 350 K at lower voltages (±0.5V) a 
much higher capacitive behavior is observed from the greater hysteresis in the current response. 
At higher voltages (±4, ±7) we start to see the appearance of maxima’s and minima’s in the 




Figure A3.8. I−V scans (a) before and (b) after redox CV cycles at 350 K. 
The current in the device decreases substantially following these redox processes at the 
higher temperatures indicating the formation of PbI2. We confirm this by conducting an I−V scan 
on the device following the observation of the redox peak, compared to a device exposed to only 
room temperature processing we observe that the current has decreased by more than 80 times. 










Figure A3.9. FESEM images of the device at (a) room temperature (RT), (b) 350 K after 8 CV 
cycles at ±7V and (c) 350 K after processing at 70 V. 
 
Table A3.1. Summary of the atomic percentage ratio of the device under three different 
conditions. 
I/Pb (Atomic percentage ratio) Region 1 Region 2 Region 3 
After processing at 7 V (RT) 3.12 3.04 3.07 
After 8 CV cycles at 7 V (350 K)  2.23 3.10 2.83 
After processing at 70 V (350 K) 2.04 1.46 2.55 
 
FESEM images of the devices after CV scans at room temperature do not show any 
change but at 350 K (after 8 CV cycles and after processing at 70 V) we observe that the 
morphology of the perovskite layer has changed. The elemental analysis (EDX) (Table A3.1) 
also shows that the ratio of I:Pb is close to 3:1 in the device processed at room temperature 
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(corresponding to MAPbI3), while in the 350 K devices it progressively changes to closer to 2:1, 
indicating the formation of PbI2. These results confirm that redox processes do lead to 
degradation of the perovskite layer to PbI2 at a higher temperature and applied bias. The 
conditions used for our device operation do not lead to any observable degradation of the 
perovskite layer and any appreciable ion diffusion current. 
 
    
Figure A3.10. Indexed X-ray diffraction patterns of (a) MAPbI3 film with tetragonal structure 
and (b) ZnO nanosheets on the ITO substrate. Both XRD patterns are measured at room 
temperature. 
 
The sharp intense peak in Figure A3.10a reveals the crystalline nature of MAPbI3. The 
MAPbI3 film gives diffraction peaks at 14.22, 28.66, 32.13, 40.59 and 43.21°, which can be 
assigned to the (110), (220), (310), (224) and (314) planes of the tetragonal perovskite structure 
with a = 8.874 Å and c = 12.671 Å. It exhibits tetragonal symmetry with the I4/mcm space 
group. The XRD pattern of the ZnO sheets (Figure A3.10b) shows that they are oriented along 




Figure A3.11. Energy level diagram of the (a) Au/MAPbI3/Au and (b) Au/MAPbI3/ZnO devices. 
The energy band schematic illustrates that the symmetric planar device of 
Au/MAPbI3/Au (shown on the left) is suited for conduction of the photo-generated holes in the 
MAPbI3 layer. While the interfacing ZnO layer (shown on right) is more suited for the extraction 
of the photo-generated electrons.  
 
Tactile sensor stability and performance 
 
Figure A3.12. Loss in base Jsc of the device after 72 hours. The time-based mode of failure is 
due to the loss of poling effect. The base Jsc decreases by 30% which we consider as the limit for 





Figure A3.13. FESEM image showing the broken ZnO sheet fragments on the perovskite layer 
after applying high pressure (500 kPa). 
 
The device failure occurs at pressures exceeding 500 kPa due to the breakage of the ZnO 
sheets. FESEM images of such as device clearly show multiple ZnO sheet fragments on the 
perovskite layer indicating the failure of the ZnO sheets. 
 
  
Figure A3.14. Optical images of (a) ZnO covered MAPbI3 on Au chip after 5 days and (b) 







Figure A3.15. Optical image showing the hydrophobicity of the ZnO nanostructure. 
 
The degradation of the perovskite layer due to interaction with ambient oxygen and 
moisture is well known. In these devices since the perovskite layer is interfaced with ZnO sheets, 
we observe no degradation even after 5 days (Figure A3.14). This is attributed to the fact that the 
ZnO layer limits the direct interaction between the perovskite and ambient species. Also, ZnO 
sheets are hydrophobic in nature and hence repel moisture (Figure A3.15), further limiting the 
degradation of the perovskite layer. The optical images above (Figure A3.14) show that the 
perovskite region covered with ZnO (Figure A3.14a) shows no color change even after 5 days 
while exposed perovskite (Figure A3.14b) has changed to yellow color within 1 day signifying 
its degradation to PbI2. The device after 5 days is still operable though there is some loss in Jsc, 
which is recovered by repoling. 
 
 
Figure A3.16. Jsc cycles of the tactile sensor (ZnO sheets and polarization-semiconducting 
nature of MAPbI3) for different poling electric fields in the air under 1.0 sun illumination with a 
maximum of 37 kPa pressure. It is observed that the Jsc response is dependent on the poling field 
strength and is increasing with the increase in the poling field strength. With the increase in the 
pressure from 0 to 37 kPa, the interfacing area between the ZnO sheets and MAPbI3 film will 

















Photo A3.4. Poling at different electric fields in N2 (images were taken every 10 s). 
134 
 
Appendix for Chapter 4 
 
 
Figure A4.1. X-ray diffraction patterns of plain MAPbI3, 1 wt %, and 7 wt % PS-MAPbI3 films. 
 The crystal structure of the perovskite films was examined by conducting the glancing 
incidence XRD measurements. All the samples show the same tetragonal perovskite phase with 





Figure A4.2. Raman spectra of plain MAPbI3, 1 wt %, 3 wt %, and 7 wt % PS-MAPbI3 films. 
 The sharp characteristic Raman peaks observed at 84 cm−1 and 143 cm−1 in plain MAPbI3 
can be assigned to the Pb–I and MA+ libration modes, respectively. The broad band with maxima 
around 247 cm−1 attributed to the MA+ torsional mode in the plain MAPbI3. The shift of the Pb–
I, MA+ libration, and MA+ torsional modes from 84 to 92 cm−1, 143 to 150  cm−1, and 247 to 258 
cm−1, respectively with the increase in the PS content to 7 wt % is indicative of the interaction of 
PS with Lewis acid PbI2 and MA
+ cations. This interaction leads to the formation of an 
intermediate PS-PbI2 and PS-MA
+ adducts, which will improve the crystallinity of the perovskite 
films. Further, we also observed the stretching vibration of C–C aromatic in 1 wt %, 3 wt %, and 
7 wt % PS-MAPbI3 at 998 cm
−1. The bending vibration of C–H aromatic in all PS-MAPbI3 films 
appears at 1030 cm−1. Both the stretching and bending vibrations observed in PS-MAPbI3 films 




Figure A4.3. FESEM images of electrochemically-deposited ZnO nanosheets. 
The lower resolution image (Figure A4.3a) shows the high density of the ZnO nanosheets 
on the ITO substrate. The higher resolution image (Figure A4.3b) reveals that the average sheet 











Figure A4.4. Energy level diagram of the PS-MAPbI3 device (a) Without ZnO (Au/PS-
MAPbI3/Au), and (b) With ZnO (ITO/ZnO/PS-MAPbI3/Au).  
 When the light is illuminated on the device, the photo-generated charge carriers 
(electrons and holes) in the PS-MAPbI3 layer will separate under the polarization field. In the 
symmetric device configuration (Au/PS-MAPbI3/Au) as shown in Figure A4.4a, the work 
function of Au closely matches the PS-MAPbI3 perovskite Highest Occupied Molecular Orbital 
(HOMO) which leads to favorable hole collection by the negative gold electrode. Whereas, the 
electrons are not easily collected by the positive Au electrode due to the large difference in the 
energy level of PS-MAPbI3 LUMO (Lowest Unoccupied Molecular Orbital) and Au. By 
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interfacing the ZnO sheets with the PS-MAPbI3 film (Figure A4.4b), the electron extraction 
efficiency will improve due to the matching of the energy level of PS-MAPbI3 LUMO with the 
ZnO LUMO and hence leads to increased Jsc. In the absence of external pressure, the vertically 
oriented microstructured ZnO sheets have a limited area of interaction with the PS-MAPbI3 
layer. When the pressure is applied, the contact area of ZnO sheets with the PS-MAPbI3 film will 
increase either due to bending or penetration of the ZnO sheets. The increase in an interfacing 
area will improve the charge collection, which facilitates the pressure-sensitive modulation in Jsc.  
 
Figure A4.5. Operational stability and continuous power generation test for the 1 wt % PS-
MAPbI3 device (after 5 V µm
−1 poling) without the ZnO interface, examined at maximum power 
point with a constant resistance of 20 MΩ under continuous 0.1 sun illumination in air. 
 The 1 wt % PS-MAPbI3 device (without ZnO layer) after poling for just 5 min generates 
stable and continuous power density for more than 24 h. We observed a decrease in the power 
density with time due to the depolarization of the films and not to any structural degradation. 






Figure A4.6. Hardness of plain MAPbI3, 1 wt %, and 7 wt % PS-MAPbI3 films. 
 The average hardness value for plain MAPbI3 films at the indentation depth of 75 nm is 
found to be 0.38 GPa. It can be clearly observed that this value reduces to 0.33 GPa, and 0.30 
GPa as the PS content in the precursor solution is increased to 1 wt %, and 7 wt %, respectively. 
This reveals that the increment in the wt % of PS in the precursor solution leads to the formation 
of softer films, which allows us to tune the dynamic pressure range of the sensors. 
 
Figure A4.7. Relative current (I/I0) for plain MAPbI3 device increases with the increase in 





Figure A4.8. Pressure curves as a step function recorded using two glass slides. 
 
    
Figure A4.9. FESEM images of the ZnO sheets after 100 load cycles of 200 kPa pressure shows 







Figure A4.10. Change in the current (ΔI) for plain MAPbI3 with different circuits after initial 
poling at 1.5 V µm−1 for 5 min with a maximum of 37 kPa pressure under 0.1 sun illumination in 
air. The red curve shows the total current modulations in the device, the blue curve represents the 
current modulations only through the ZnO layer and the green curve displays the current 
modulations through only the perovskite layer.  
 We observed a higher change in current when both the Au pad and ZnO sheets on ITO 
are positive and Au ground is negative. This is attributed to overall more electron extraction by 
Au and ZnO sheets. In contrast, when the ZnO sheets on ITO are positive and Au ground is 
negative; ΔI is less because in this case, only the ZnO sheets can extract the electron. While in 
the case where the Au pad is positive and Au ground is negative, the pressing of ZnO sheets on 





Figure A4.11. Minimum pressure limit of detection for the 1 wt % PS-MAPbI3 sensor. 
The 1 wt % PS-MAPbI3 device once poled at 5 V µm
−1 for 5 min can sense the pressure 
changes due to the placing of small water droplets. On placing the 50 µL water droplet on the 
device which corresponds to an extremely low static pressure of 4 Pa, the relative current 
increased from 0 to 0.05 and it reverts to the original level on removing the 50 µL droplet. 
Further on increasing the volume of the water droplets from 50 µL (4 Pa) to 150 µL (12 Pa), the 
relative current also increases from 0.05 to 0.22. The device also tracks the removal of the 
droplets. There is no significant noise in the signals even at the ultralow pressure regime which 





     
 
Figure A4.12. Self-powered operation of (a) Plain MAPbI3, (b) 3 wt % PS-MAPbI3, and (c) 7 wt 
% PS-MAPbI3 pressure sensors. 
 At maximum poling fields of 2 V µm−1, the Jsc response from plain MAPbI3 devices to 
load cycles of 111 kPa is maintained for almost 48 h. Afterward, the Jsc decreased to half of its 
initial value for 72 h. We observed the decrease in the base Jsc (at base pressure) with time, 
which relates to the loss of poling. But the device can be repoled to recover its performance and 
can be reused again. Similarly, the 3 wt % and 7 wt % PS-MAPbI3 devices once poled at 5 V 




Table A4.1. Comparison of the operating voltage, dynamic pressure range, linear sensing 
response, and sensitivity of different reported pressure sensors. 
Sensing 
principle 















Linear 20 This 
work 
Transistor Printed SWCNT 
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10 1 – 20 Linear 8 [226] 
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Appendix for Chapter 5 
 
 
Figure A5.1. Photocurrent from unpoled 1 wt % and 2 wt % PS-MAPbI3 devices at an applied 
external bias of 5 V. We observed that the photocurrent for 2 wt % PS-MAPbI3 devices is less 
than the 1wt % PS-MAPbI3 devices. 
 
    
Figure A5.2. (a) X-ray diffraction patterns of plain MAPbI3 and PS-MAPbI3 films. (b) XPS 
spectra of MAPbI3 and PS-MAPbI3 films. The diffraction peaks from both MAPbI3 and PS-
MAPbI3 exhibit tetragonal symmetry with the I4/mcm space group. From the XPS survey scan, 
we observed that the presence of C, N, I, and Pb elements and their atomic ratios in both films 
show a reasonably good MAPbI3 stoichiometry. XRD and XPS results show a negligible change 





Figure A5.3. XRD patterns of plain MAPbI3 and PS-MAPbI3 films after 10 V poling for 10 min 
in air and under light illumination. In the case of the PS-MAPbI3 film after 10 V, there is no 
significant change in the crystal structure and the diffraction peaks are in good agreement with 
the tetragonal perovskite structure. While for MAPbI3 film after 10 V poling, the new phase PbI2 
starts appearing, indicating the degradation of the perovskite material. This implies that the PS-








Figure A5.4. FESEM (low and high magnification) images of (a−d) Plain MAPbI3, and (e−h) 
PS-MAPbI3 films after (a,b,e,f) 5 V poling, and (c,d,g,h) 10 V poling for 10 min in air and under 
light illumination. Both MAPbI3 and PS-MAPbI3 films are stable after 5 V poling, as we did not 
observe any change in morphology (Figure A5.4a,b and e,f). But after 10 V poling, many plane-
dendritic structures (Figure A5.4c,d) formed in MAPbI3 film which is due to more severe ion 
migration. While the morphology of PS-MAPbI3 film remains intact even after 10 V (Figure 





Figure A5.5. Photocurrent of (a) MAPbI3, and (b) PS-MAPbI3 devices during 5 and 10 V poling 
in air and under light illumination.  
It is observed that the photocurrent for plain MAPbI3 device (Figure A5.5a) measured 
during 10 V poling suddenly spikes to several mA which is 4 orders of magnitude more than the 
current at 5 V, such high current results in the segregation of the ions which leads to the 
formation of PbI2. In contrast, for the PS-MAPbI3 device, the photocurrent is in the range of 610 
nA to 1060 nA during 5 and 10 V poling (Figure A5.5b), which reveals that the presence of PS 




   
Figure A5.6. Voc response from (a) MAPbI3, and (b) PS-MAPbI3 devices with no applied bias to 
various light illumination intensities, after poling at different voltages for 10 min in air and under 
light illumination (1.0 sun). The Voc increases monotonically with the poling field strength in 




Figure A5.7. Voc response from (a) MAPbI3, and (b) PS-MAPbI3 based photodetectors with no 
applied bias to various light intensities, after poling at different voltages under N2 and in dark 
conditions. The distinction between the two poling conditions is based on the reversal of the sign 
in Voc. We also observed that the Voc decays rapidly for the plain MAPbI3 device, in contrast, the 





Figure A5.8. Comparison of the Voltage responsivity for MAPbI3 and PS-MAPbI3 devices 
under both poling conditions. We observed that the PS-MAPbI3 device, when poled in dark and 
under N2, achieves a large responsivity of 3346 mV/mWcm
−2.  
 
    
Figure A5.9. Rise and decay time observed in Voc for PS-MAPbI3 device when poled under (a) 
Air and light illumination, and (b) N2 and dark condition. We observed a faster response time 






      
Figure A5.10. (a) Isc response, and (b) External quantum efficiency (EQE) from PS-MAPbI3 
device at different wavelengths under 1 mW cm−2 illumination intensity, after poling at 10 V for 
10 min in air and under light illumination. The device shows a monotonic increase in the 
photoresponse as a function of irradiance wavelength in the range of 410 to 710 nm. The EQE 
observed in the range of 3.3−4.1% (at 1 mW cm−2 illumination) in the visible spectrum is 
comparable to other planar MAPbI3 photodetectors. 
 
  
Figure A5.11. Comparison of the stability in terms of (a) Current detectivity, and (b) Voltage 
responsivity for MAPbI3 and PS-MAPbI3 based photodetectors under both poling conditions 
after exposing the devices to an ambient condition with 30−40% relative humidity for 480 h (20 
days). It was observed that the plain MAPbI3 devices degrade completely within 192 h (8 days). 





Figure A5.12. Photocurrent from unpoled MAPbI3 and PS-MAPbI3 devices at different external 
biases and at illumination intensity of 100 mW cm−2. We observed that the PS-MAPbI3 device 
shows a higher photocurrent with no observable decay. In contrast, the MAPbI3 device shows a 
lower photocurrent which decays as a function of time due to ion migration effects or charge 
carrier recombination. This implies that the presence of PS in the MAPbI3 devices greatly 
reduced the ion migration effects and recombination of charge carriers which consequently 
improved the stability and performance of the photodetector. 
 
